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 EAST BUTLER ROAD CORRIDOR TRAFFIC STUDY 
Mauldin, South Carolina 

December 23, 2015 
 
 

Executive Summary 
 

Butler Road is the central east-west connector in the City of Mauldin.  Regional transportation plans have called 
for widening of the three-lane section east of Main Street (US 276) to five lanes, but the City of Mauldin is 
concerned about the right-of-way and contextual impacts of a five-lane roadway on this segment of East Butler.  If 
the roadway remains three lanes: 

- Queue storage in the back to back left turn lanes between Owens and Murray/Fairfield will be 
insufficient, and side street delays on Murray and Fairfield will be long.  Widening East Butler 
between Owens and Murray to provide side-by-side left turn lanes, as shown in Appendix D, will 
nearly accommodate future left turn queues.  Any opportunity to further separate Owens and 
Murray/Fairfield should be pursued to increase this storage. 

- Because the proposed revision at Murray/Fairfield will not address side street delay and because 
other options such as signalization and diversion of left turns from the side street will be difficult, it is 
suggested that additional width be reserved at this intersection for a center median in case left turns 
from these side streets have to be prohibited in the future. 

- The left turn from Old Mill already operates with high delay, and by 2040, lefts turns from the side 
street will be nearly impossible in the peak hours.  As shown in Appendix D, provision of a new 
connector from Old Mill north of East Butler to the East Butler/Bethel intersection would result in 
reasonable delay at this intersection and nearly eliminate the lefts off of Old Mill which have to deal 
with the eastbound queue on this section of East Butler in the peak hours.       

- During the morning peak hour in 2040, the signalized intersection of East Butler/Bethel will operate 
at LOS E if no changes are made.  The provision of a new connector from Old Mill north of East 
Butler to the East Butler/Bethel intersection as shown in Appendix D would allow acceptable 
operation during both peak hours at this intersection and reduce the eastbound queues on this 
section of East Butler in the morning.   

- The intersection of realigned Old Mill/Old Mill connector will operate acceptably.      
- Turn lane storage requirements are detailed in the conclusions and recommendations of this study.  

 
Introduction 
 
Butler Road is the central east-west connector in the City of Mauldin.  West of Main Street (US 276), West Butler 
road is generally a five-lane road.  East of Corn Road/Bridges Road, East Butler is also generally a five-lane road.  
The portion of East Butler between Main Street and Corn/Bridges is generally a three-lane road.  Regional 
transportation plans have called for widening of this section to five lanes, but the City of Mauldin is concerned 
about the right-of-way and contextual impacts of a five-lane roadway on this segment of East Butler.  To 
determine what alternatives to a five-lane section would be productive and practical, the City of Mauldin has 
undertaken the East Butler Road Corridor Study.  This traffic study is the vehicular traffic analysis for that study.   
 
Purpose of Study 
 
The purpose of this study is to examine the operations of the key intersections in the subject section of East 
Butler to determine if there are auxiliary lane and intersection alignment changes which could improve traffic 
operations without a full-length widening to five lanes. 
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The study was conducted for morning and afternoon peak hours.  In this report, East Butler is referred to as east-
west, and the intersecting streets are referred to as north-south.  The horizon year for the study is 2040.  There  
are two signalized intersections in the subject section of East Butler:  at Bon Air and at Bethel, and these would 
usually be the study intersections for a study such as this, but in this case, the more challenging intersections are 
the two closely spaced pairs of Owens Lane and Murray Drive/Fairfield Drive (both unsignalized) and Old Mill 
Road (unsignalized) and Bethel Road (signalized).  These intersections are the study intersections.   
 
Existing Conditions  
 
Aerial photographs of the two intersection pairs are shown in Appendix A.  Between Owens and Murray, the 
middle lane on East Butler is marked as a back to back left turn lane with storage of about 90 feet westbound and 
about 60 feet eastbound.  Owens, Murray, and Fairfield are two-lane streets, and there is a short left turn lane on 
Owens at East Butler.  A railroad crosses East Butler between the intersections.  At Old Mill and Bethel, there are 
left turn lanes on East Butler and separate left and right turn lanes on Bethel.  Although a two-lane approach is 
not marked on Old Mill, the approach is wide enough for two narrow lanes and was examined for that geometry. 
 
As mentioned previously, the Bethel intersection is signalized, but the other three intersections have side street 
stop sign control.  The speed limit on East Butler is 35 miles per hour except at Owens where the speed limit 
changes to 40 miles per hour immediately west of Murray.  The speed limits on Bethel and Old Mill are 35 miles 
per hour and on Murray and Fairfield are 25 miles per hour.  The speed limit on Owens is not posted and was 
assumed to be the prima facie speed of 30 miles per hour. 
 
Turning movement counts were conducted at the study intersections between 7:00 and 9:00 a.m. and 4:00 and 
6:00 p.m. in May, 2015.  The existing peak hour volumes were identified and are shown in Figure 1.  The counts 
are contained in Appendix B. 
 
SCDOT provided accident listings for the East Butler intersections for 2010 through 2014.  The accident types 
with five or more accidents at an intersection during this period were:  five rear ends at Owens, seven rear ends 
and five collisions with other than motor vehicles (no injuries and no indication of pedestrians involved) at Bethel, 
and 17 rear ends at Old Mill.   
 

2040 Traffic Volumes  
 
Future year traffic is made up of existing traffic and any increase or decrease in volumes which might occur from 
general growth trends in the surrounding area or from nearby specific developments.  Recent traffic growth trends 
can be determined from the SCDOT annual traffic counts taken in the corridor.  The counts are shown in Table 1 
and indicate that the volume has gone up and down in recent years.  Daily volumes at many locations across 
South Carolina went up and down during the recent economic downturn which occurred during this period.  An 
indication of sustained growth would be volumes in 2011 or 2012 that had recovered to 2008 levels and have 
increased since then.  There is no such pattern on East Butler.  As is the case in many maturely developed areas, 
traffic volumes, with an occasional exception, have remained mostly constant. 
 
It would be reasonable, therefore, to assume no sustained traffic growth in the East Butler Corridor.  However, 
redevelopment of parcels just off the corridor is planned so some traffic growth will certainly occur.  Between 
2006 and 2009, traffic east of Murray grew at 1.1 percent per year.  The City of Mauldin provided the GPATS 
2025 model projections of 18,456 east of Murray and 18,062 east of Bethel.  These volumes indicate growth rates 
between 2014 and 2035 of 0.7 percent per year east of Murray and 0.6% east of Bethel.  Given all of this  
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information, a sustained growth rate of one percent per year was used in this study to project 2040 peak hour 
traffic volumes at the study intersections.   

  
Table 1 

HISTORIC SCDOT TRAFFIC COUNTS 
East Butler Corridor Traffic Study 

Mauldin, South Carolina 
Source:  SCDOT Website 

 
Count Location 2014 2013 2012 2011 2010 2009 2008 2007 2006 

E Butler E of Murray 15,900 17,200 16,300 17,100 17,000 17,700 17,600 17,100 17,100 

E Butler E of Bethel 15,900 14,700 16,000 14,800 14,300 14,000 n/a n/a n/a 

         Note:  Counts are not available for the count station east of Bethel before 2009. 
 

Existing peak hour traffic volumes were increased at one percent per year for 25 years, and the 2040 peak hour 
volumes are shown in Figure 2. 
 
Proposed Revisions to Closely Spaced Intersections 
 
Through the corridor study process, revisions to the two sets of closely spaced intersections were developed and 
are considered in this study.  The revisions are described in the discussion for each intersection, and the 
reassigned peak hour volumes are shown in Figure 3. 
 
Capacity Analyses 
 
To this point, this report has regarded the quantity of traffic flow, but the purpose of the report is to examine the 
quality of traffic flow.  Synchro 9 was used to conduct analyses for the study intersections.  The methodology 
used is that described in the 2010 Highway Capacity Manual.  In general, the analyses express quality of flow in 
terms of Level of Service (LOS).   
   
The criteria for intersection LOS are shown in Table 2.  The variable used is delay per vehicle.  Usually, at a 
signalized intersection LOS D is considered the lowest acceptable LOS.  At an unsignalized intersection, it is not 
unusual for a side street to experience LOS E or F during the peak hour. It is suggested, therefore, that the 
results of the unsignalized intersection analyses be used as guidance rather than as an absolute determinant of 
acceptable operation. 
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Table 2 
INTERSECTION LEVEL OF SERVICE CRITERIA 

East Butler Corridor Traffic Study 
Mauldin, South Carolina 

 

Level of Service Control Delay Range 
(seconds/vehicle) 

Unsignalized Intersection Signalized Intersection 

A <10 <10 

B >10 and <15 >10 and <20 

C >15 and <25 >20 and <35 

D >25 and <35 >35 and <55 

E >35 and <50 >55 and <80 

F >50 >80 

   
Peak hour factors, percentages of heavy vehicles, and numbers of pedestrians were taken from existing traffic 
counts.  Lane widths, storage lengths, and grades were taken from Greenville County GIS aerials.  Signal timing 
was assumed for East Butler/Bethel.   The study intersections were analyzed for morning and afternoon peak 
hours with existing and 2040 peak hour volumes and existing and proposed geometry.  Capacity analysis 
printouts are included in Appendix C.  

 
East Butler Road/Owens Lane - As shown in Table 3, from a capacity standpoint this intersection currently 
operates acceptably and will operate with reasonable delay in 2040.  As will be discussed later in this report, the 
projected queue for the westbound left will exceed the existing left turn storage.  Therefore, a widening of East 
Butler between Owens and Murray as illustrated in Appendix D would provide side-by-side left turn lanes with 
storage of at least 170 feet.  The capacity analysis results shown in Table 3 indicate the proposed revisions have 
little effect on the operation of the intersection from a capacity standpoint.  

 
Table 3 

CAPACITY ANALYSES RESULTS – UNSIGNALIZED INTERSECTION 
EAST BUTLER ROAD/OWENS LANE 

East Butler Corridor Traffic Study 
Mauldin, South Carolina 

 

Movement Level of Service/Delay (seconds/vehicle) 

Existing Volumes 
Existing Geometry 

2040 Volumes  
Existing Geometry 

2040 Volumes 
Proposed 
Revision 

Morning Peak Hour 

Westbound –                           Left A/10 B/11 B/11 

Northbound –                          Left C/19 D/26 D/26 

Right C/22 F/70 F/70 

Afternoon Peak Hour 

Westbound –                           Left B/11 B/14 B/14 

Northbound –                          Left D/27 E/46 E/46 

Right C/16 D/26 D/26 

Notes: 

- East Butler is east-west.  Owens Lane is north-south.  



__________________________________________________________________________________________ 
East Butler Corridor Road Traffic Study                                                                                      December 23, 2015 
 

8 
 

East Butler Road/Murray Drive/Fairfield Drive - As shown in Table 4, the side streets already operate at LOS E 
and F in the afternoon peak hour.  By 2040 delay on the sides streets will be very high without a change in traffic 
control, but signalization of the intersection would be difficult this close to the railroad.  Other options such as 
rerouting Murray behind the cultural center were considered but have significant disadvantages.   
 
As will be discussed later in this report, the projected queue for the eastbound left will exceed the existing left turn 
storage.  Therefore, a widening of East Butler between Owens and Murray as illustrated in Appendix D would 
provide side-by-side left turn lanes with storage of at least 170 feet.  The capacity analysis results shown in Table 
4 indicate the proposed revisions have little effect on the operation of the intersection from a capacity standpoint.  

 
Because the proposed revision at this intersection will not address side street delay and because other options 
such as signalization and diversion of left turns from the side street will be difficult, it is suggested that additional 
width be reserved at this intersection for a center median in case left turns from these side streets have to be 
prohibited in the future. 
 

Table 4 
CAPACITY ANALYSES RESULTS – UNSIGNALIZED INTERSECTION 

EAST BUTLER ROAD/MURRAY DRIVE/FAIRFIELD DRIVE 
East Butler Corridor Traffic Study 

Mauldin, South Carolina 
 

Movement Level of Service/Delay (seconds/vehicle) 

Existing Volumes 
Existing Geometry 

2040 Volumes  
Existing Geometry 

2040 Volumes 
Proposed 
Revision 

Morning Peak Hour 

Eastbound –                           Left B/10 B/12 B/12 

Westbound –                           Left A/10 B/11 B/11 

Northbound –     Left/through/right F/65 F/278 F/278 

Southbound –    Left/through/right D/26 F/98 F/98 

Afternoon Peak Hour 

Eastbound –                           Left B/11 B/14 B/14 

Westbound –                           Left A/9 B/10 B/10 

Northbound –     Left/through/right F/149 F/1420 F/1420 

Southbound –    Left/through/right E/41 F/233 F/233 

Notes: 

- East Butler is east-west.  Murray Drive/Fairfield Drive is north-south.  
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East Butler Road/Old Mill Road - As shown in Table 5, the left turn from Old Mill already operates with high delay 
in the peak hours.   By 2040, lefts turns from the side street will be nearly impossible in the peak hours.  As 
shown in Appendix D, provision of a new connector from Old Mill north of East Butler to the East Butler/Bethel 
intersection would result in reasonable delay at this intersection.      

 
Table 5 

CAPACITY ANALYSES RESULTS – UNSIGNALIZED INTERSECTION 
EAST BUTLER ROAD/OLD MILL ROAD 

East Butler Corridor Traffic Study 
Mauldin, South Carolina 

 

Movement Level of Service/Delay (seconds/vehicle) 

Existing Volumes 
Existing Geometry 

2040 Volumes  
Existing Geometry 

2040 Volumes 
Proposed 
Revision 

Morning Peak Hour 

Eastbound –                            Left B/11 B/13 B/11 

Southbound –                          Left F/115 F/719 F/111 

Right C/17 C/24 C/21 

Afternoon Peak Hour 

Eastbound –                            Left B/10 B/12 B/11 

Southbound –                          Left F/188 F/1048 F/98 

Right C/20 E/42 E/37 

Notes: 

- East Butler is east-west.  Old Mill Road is north-south.  
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East Butler Road/Bethel Drive - As shown in Table 6, this intersection currently operates acceptably and will 
continue to do so in the afternoon peak hour in 2040.  (A timing change was necessary with 2040 volumes to 
achieve acceptable operation.)  In the morning peak hour, however, the intersection will operate at LOS E if no 
changes are made.  (The opportunity to move green time is less in the morning when the side street demand is 
high.) 
 
The provision of a new connector from Old Mill north of East Butler to the East Butler/Bethel intersection as 
shown in Appendix D would allow acceptable operation during both peak hours at this intersection.        
   

Table 6 
CAPACITY ANALYSES RESULTS – SIGNALIZED INTERSECTION 

EAST BUTLER ROAD/BETHEL DRIVE 
East Butler Corridor Traffic Study 

Mauldin, South Carolina 
 

Movement Level of Service/Delay (seconds/vehicle) 

Existing Volumes 
Existing Geometry 

2040 Volumes  
Existing Geometry 

2040 Volumes 
Proposed 
Revision 

Morning Peak Hour 

Eastbound -                          (Left)       C/28 

         Through/right C/28 F/97 D/48 

Westbound –                           Left B/16 C/22 C/32 

Through/(right) A/10 B/13 B/18 

Northbound –                        Left D/45 F/96 E/71 

(Through)/right C/21 C/23 D/40 

Southbound -                          Left   E/59 

Through/right   E/55 

Overall C/25 E/64 D/41 

Afternoon Peak Hour 

Eastbound -                          (Left)       C/32 

         Through/right B/19 C/32 D/37 

Westbound –                           Left B/12 C/32 D/40 

Through/(right) A/5 A/8 B/18 

Northbound –                        Left C/35 D/46 D/46 

(Through)/right C/26 C/33 D/42 

Southbound -                          Left   E/60 

Through/right   E/55 

Overall B/14 C/24 C/32 

Notes: 

- East Butler is east-west.  Bethel Drive is north-south.  
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Old Mill Road/Old Mill Connector - As shown in Table 7, this intersection will operate acceptably with 2040 
reassigned volumes. 

 
Table 7 

CAPACITY ANALYSES RESULTS – UNSIGNALIZED INTERSECTION – 2040 VOLUMES 
OLD MILL ROAD/OLD MILL ROAD CONNECTOR 

East Butler Corridor Traffic Study 
Mauldin, South Carolina 

 
Movement Level of Service/Delay (seconds/vehicle) 

Morning Peak Hour Afternoon Peak Hour 

   

Eastbound –            Left/right B/13 B/11 

Northbound -                   Left A/8 A/8 

Notes: 

- Old Mill realignment is east-west.  Old Mill/Old Mill connector is north-south.  
 
Queues and Turn Lane Storage 
  
While the LOS at an intersection can describe the basic operation of traffic, other factors influence that operation.  
For instance, if turn queues extend past their storage, they can interrupt traffic flow.  Between closely spaced 
intersections, the through queues can also interrupt traffic flow.  SimTraffic was run for morning and afternoon 
peak hours with existing and 2040 volumes with existing geometry, and the printouts are included in Appendix C.  
The 95th percentile queues and noted deficiencies are shown in Table 8 and indicate that:    

- The spacing between Owens Lane and Murray Drive/Fairfield Drive does not currently 
accommodate the required left turn storage, and the situation will worsen by 2040.  Westbound 
through queues on Butler will extend from Owens Lane to Murray causing gridlock.  The proposed 
widening of East Butler to provide side-by-side left turn lanes of about 170 feet will nearly 
accommodate the westbound left turn queue at this intersection, but westbound through queues 
will still extend to Murray.  Any opportunity to further separate Owens and Murray/Fairfield should 
be pursued.  The northbound left turn lane storage should be extended to at least 70 feet.   

- The queue for the eastbound left onto Old Mill will exceed storage in 2040, and the projected 
queue of 2279 feet for the westbound through at this unsignalized intersection indicates an 
operational issue caused by the insufficient storage for the left turn or from a queue extending from 
Bethel.  The queue for the southbound left will exceed available storage in 2040.  The proposed 
revision at this intersection improves operations.  The eastbound left turn lane storage should be 
increased to at least 220 feet. 

- Queues for the westbound and northbound lefts at East Butler/Bethel already exceed available 
storage, and the eastbound through queue at Bethel extends to Old Mill causing gridlock.  The 
revision proposed for this intersection will improve operation, and very few lefts from Old Mill will 
have to deal with the eastbound queue at Bethel.  The westbound left turn lane storage should be 
increased to 150 feet.  The new eastbound left turn lane storage should be 100 feet, and the 
southbound left turn lane should be at least 150 feet.                                                                                                                                                                                                                                                                                                                                                                               
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Table 8 

QUEUE AND STORAGE LENGTHS 
East Butler Corridor Traffic Study 

Mauldin, South Carolina 
 

Intersection Turn SimTraffic 95th Percentile Queues Existing 
Storage 

 

Comments 

Morning Peak Hour Afternoon Peak Hour 

Existing 
Geometry 

Revised 
Geometry 

Existing 
Geometry 

Revised 
Geometry 

Exist 2040 2040 Exist 2040 2040 

          

Owens WB Left 74’ 99’ 125’ 108’ 130’ 188’ 90’ Ex 
 

170’ Rev 

Existing exceeds 
storage; Revised nearly 

accommodates 2040 

WB Thru - 74’ 87’ 85’ 232’ 250’ 230’ Extends to Murray in 
2040 

NB Left 38’ 64’ 63’ 6’ - 9’ 50’ Exceeds storage in 
2040 

Murray/ 
Fairfield 

EB Left 52’ 55’ 74’ 56’ 80’ 130’ 60’ Ex 
 

170’ Rev 

Exceeds storage in 
2040; Revised storage 

OK 

WB Left 17’ 16’ 17’ 5’ 7’ 22’ 50’ OK 

EB Thru - 25’ - - 94’ 103’ 250’ OK 

Old Mill EB Left 109’ 222’ 216’ 66’ 128’ 161’ 150’ Exceeds storage in 
2040 

EB Thru 220’ 2279’ 1492’ 68’ 264’ 761’ n/a Queue indicates 
operational issue;  

improve with revision 

WB Thru 25’ 38’ 24’ 12’ 33’ 13’ 330’ OK 

SB Left 182’ 1024’ 70’ 192’ 1043’ 57’ 200’ Exceeds storage in 
2040; improved with 

revision 

Bethel EB Left   43’   38’ New Provide 100’ 

WB Left 84’ 119’ 136’ 111’ 135’ 149’ 100’ Existing and 2040 
exceed storage 

EB Thru 315’ 282’ 273’ 303’ 316’ 302’ 330’ Extends to Old Mill 

NB Left 333’ 914’ 178’ 125’ 183’ 175’ 150’ Existing and 2040 
exceed storage 

SB Left   105’   132’ New Provide 150’ 

Notes: 
- EB = Eastbound; WB = Westbound; NB = Northbound; SB = Southbound 
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Conclusions and Recommendations  
 
- East Butler Road/Owens Lane - From a capacity standpoint this intersection currently operates 

acceptably and will operate with reasonable delay in 2040.  However, the projected queue for the 
westbound left will exceed the existing left turn storage, and westbound through queues will extend 
to Murray/Fairfield.  A widening of East Butler between Owens and Murray as illustrated in 
Appendix D would provide side-by-side left turn lanes with storage of at least 170 feet which will 
nearly meet the storage requirement in 2040.  Any opportunity to further separate Owens and 
Murray/Fairfield should be pursued to provide additional left turn storage at Owens and help 
prevent the westbound through queue from extending to Murray.  The northbound left turn lane 
storage should be extended to at least 70 feet.   

  
- East Butler Road/Murray Drive/Fairfield Drive - The side streets at this intersection already operate 

at LOS E and F in the afternoon peak hour.  By 2040 delay on the side streets will be very high 
without a change in traffic control, but signalization of the intersection would be difficult this close to 
the railroad.  Other options such as rerouting Murray behind the cultural center were considered 
but have significant disadvantages.  The eastbound left turn queue will exceed available storage in 
2040.  A widening of East Butler between Owens and Murray as illustrated in Appendix D would 
provide side-by-side left turn lanes with storage of at least 170 feet and would accommodate the 
eastbound left turn queue at this intersection in 2040.  Because the proposed revision at this 
intersection will not address side street delay and because other options such as signalization and 
diversion of left turns from the side street will be difficult, it is suggested that additional width be 
reserved at this intersection for a center median in case left turns from these side streets have to 
be prohibited in the future. 

 
- East Butler Road/Old Mill Road - The left turn from Old Mill already operates with high delay in the 

peak hours.   By 2040, lefts turns from the side street will be nearly impossible in the peak hours.  
As shown in Appendix D, provision of a new connector from Old Mill north of East Butler to the 
East Butler/Bethel intersection would result in reasonable delay at this intersection.  The queue for 
the eastbound left onto Old Mill will exceed storage in 2040, and the projected queue of 2279 feet 
for the westbound through at this unsignalized intersection indicates an operational issue caused 
by the insufficient storage for the left turn or from a queue extending from Bethel.  The queue for 
the southbound left will exceed available storage in 2040.  The proposed revision at this 
intersection improves operations.  The eastbound left turn lane storage should be increased to at 
least 220 feet. 
 

- East Butler Road/Bethel Road - This intersection currently operates acceptably and will continue to 
do so in the afternoon peak hour in 2040.  In the morning peak hour, however, the intersection will 
operate at LOS E if no changes are made.  The provision of a new connector from Old Mill north of 
East Butler to the East Butler/Bethel intersection as shown in Appendix D would allow acceptable 
operation during both peak hours at this intersection.  The westbound left turn lane storage should 
be increased to 150 feet.  The new eastbound left turn lane storage should be 100 feet, and the 
southbound left turn lane should be at least 150 feet.      

 
- Old Mill Road/Old Mill Connector - This intersection will operate acceptably with 2040 reassigned 

volumes.   
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AERIAL PHOTOGRAPHS OF STUDY INTERSECTIONS 
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Appendix B 
 

EXISTING TRAFFIC COUNTS 



File Name : 15729-01
Site Code : 01572901
Start Date : 5/28/2015
Page No : 1

Counter: T-4422
Counted By: BE
Weather: Mild
Other: S&S

Groups Printed- Cars - Trucks & Buses - School Buses
Bethel Dr

Northbound Southbound
E. Butler Rd
Eastbound

E. Butler Rd
Westbound

Start Time Left Thru Right Peds App. Total Left Thru Right Peds App. Total Left Thru Right Peds App. Total Left Thru Right Peds App. Total Int. Total

07:00 41 0 18 0 59 0 0 0 0 0 0 80 24 0 104 5 92 0 0 97 260
07:15 86 0 27 1 114 0 0 0 0 0 0 109 17 0 126 8 89 0 0 97 337
07:30 123 0 26 0 149 0 0 0 0 0 0 162 31 0 193 10 132 0 0 142 484
07:45 90 0 27 0 117 0 0 0 0 0 0 174 29 0 203 16 156 0 0 172 492
Total 340 0 98 1 439 0 0 0 0 0 0 525 101 0 626 39 469 0 0 508 1573

08:00 92 0 37 0 129 0 0 0 0 0 0 127 20 0 147 17 152 0 0 169 445
08:15 70 0 38 0 108 0 0 0 0 0 0 178 12 0 190 14 127 0 1 142 440
08:30 43 0 22 0 65 0 0 0 0 0 0 134 15 0 149 9 138 0 0 147 361
08:45 26 0 24 0 50 0 0 0 0 0 0 117 16 0 133 13 86 0 0 99 282
Total 231 0 121 0 352 0 0 0 0 0 0 556 63 0 619 53 503 0 1 557 1528

*** BREAK ***

16:00 29 0 12 0 41 0 0 0 0 0 0 114 31 0 145 43 204 0 0 247 433
16:15 44 0 11 0 55 0 0 0 0 0 0 127 35 0 162 23 170 0 0 193 410
16:30 24 0 23 0 47 0 0 0 0 0 0 142 35 0 177 23 135 0 0 158 382
16:45 22 0 17 0 39 0 0 0 0 0 0 116 38 0 154 33 159 0 0 192 385
Total 119 0 63 0 182 0 0 0 0 0 0 499 139 0 638 122 668 0 0 790 1610

17:00 21 0 17 0 38 0 0 0 0 0 0 123 51 0 174 44 158 0 0 202 414
17:15 29 0 22 0 51 0 0 0 0 0 0 132 50 0 182 42 214 0 0 256 489
17:30 41 0 28 0 69 0 0 0 0 0 0 156 64 0 220 16 192 0 0 208 497
17:45 39 0 26 0 65 0 0 0 0 0 0 125 46 0 171 28 157 0 0 185 421
Total 130 0 93 0 223 0 0 0 0 0 0 536 211 0 747 130 721 0 0 851 1821

Grand Total 820 0 375 1 1196 0 0 0 0 0 0 2116 514 0 2630 344 2361 0 1 2706 6532
Apprch % 68.6 0 31.4 0.1  0 0 0 0  0 80.5 19.5 0  12.7 87.3 0 0   

Total % 12.6 0 5.7 0 18.3 0 0 0 0 0 0 32.4 7.9 0 40.3 5.3 36.1 0 0 41.4
Cars 815 0 373 1 1189 0 0 0 0 0 0 2094 508 0 2602 340 2338 0 1 2679 6470

% Cars 99.4 0 99.5 100 99.4 0 0 0 0 0 0 99 98.8 0 98.9 98.8 99 0 100 99 99.1
Trucks & Buses 0 0 0 0 0 0 0 0 0 0 0 2 1 0 3 1 12 0 0 13 16
% Trucks & Buses 0 0 0 0 0 0 0 0 0 0 0 0.1 0.2 0 0.1 0.3 0.5 0 0 0.5 0.2
School Buses 5 0 2 0 7 0 0 0 0 0 0 20 5 0 25 3 11 0 0 14 46
% School Buses 0.6 0 0.5 0 0.6 0 0 0 0 0 0 0.9 1 0 1 0.9 0.5 0 0 0.5 0.7

Traffic Data Connection
PO Box 445

Abbeville, Ga 31001
843-412-6222
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File Name : 15729-01
Site Code : 01572901
Start Date : 5/28/2015
Page No : 3

Counter: T-4422
Counted By: BE
Weather: Mild
Other: S&S

Bethel Dr
Northbound Southbound

E. Butler Rd
Eastbound

E. Butler Rd
Westbound

Start Time Left Thru Right Peds App. Total Left Thru Right Peds App. Total Left Thru Right Peds App. Total Left Thru Right Peds App. Total Int. Total

Peak Hour Analysis From 07:00 to 12:30 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 07:30

07:30 123 0 26 0 149 0 0 0 0 0 0 162 31 0 193 10 132 0 0 142 484
07:45 90 0 27 0 117 0 0 0 0 0 0 174 29 0 203 16 156 0 0 172 492
08:00 92 0 37 0 129 0 0 0 0 0 0 127 20 0 147 17 152 0 0 169 445
08:15 70 0 38 0 108 0 0 0 0 0 0 178 12 0 190 14 127 0 1 142 440

Total Volume 375 0 128 0 503 0 0 0 0 0 0 641 92 0 733 57 567 0 1 625 1861
% App. Total 74.6 0 25.4 0  0 0 0 0  0 87.4 12.6 0  9.1 90.7 0 0.2   

PHF .762 .000 .842 .000 .844 .000 .000 .000 .000 .000 .000 .900 .742 .000 .903 .838 .909 .000 .250 .908 .946
Cars 371 0 127 0 498 0 0 0 0 0 0 634 90 0 724 55 559 0 1 615 1837

% Cars 98.9 0 99.2 0 99.0 0 0 0 0 0 0 98.9 97.8 0 98.8 96.5 98.6 0 100 98.4 98.7
Trucks & Buses 0 0 0 0 0 0 0 0 0 0 0 0 1 0 1 1 4 0 0 5 6
% Trucks & Buses 0 0 0 0 0 0 0 0 0 0 0 0 1.1 0 0.1 1.8 0.7 0 0 0.8 0.3
School Buses 4 0 1 0 5 0 0 0 0 0 0 7 1 0 8 1 4 0 0 5 18
% School Buses 1.1 0 0.8 0 1.0 0 0 0 0 0 0 1.1 1.1 0 1.1 1.8 0.7 0 0 0.8 1.0
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File Name : 15729-01
Site Code : 01572901
Start Date : 5/28/2015
Page No : 5

Counter: T-4422
Counted By: BE
Weather: Mild
Other: S&S

Bethel Dr
Northbound Southbound

E. Butler Rd
Eastbound

E. Butler Rd
Westbound

Start Time Left Thru Right Peds App. Total Left Thru Right Peds App. Total Left Thru Right Peds App. Total Left Thru Right Peds App. Total Int. Total

Peak Hour Analysis From 12:45 to 17:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 17:00

17:00 21 0 17 0 38 0 0 0 0 0 0 123 51 0 174 44 158 0 0 202 414
17:15 29 0 22 0 51 0 0 0 0 0 0 132 50 0 182 42 214 0 0 256 489
17:30 41 0 28 0 69 0 0 0 0 0 0 156 64 0 220 16 192 0 0 208 497
17:45 39 0 26 0 65 0 0 0 0 0 0 125 46 0 171 28 157 0 0 185 421

Total Volume 130 0 93 0 223 0 0 0 0 0 0 536 211 0 747 130 721 0 0 851 1821
% App. Total 58.3 0 41.7 0  0 0 0 0  0 71.8 28.2 0  15.3 84.7 0 0   

PHF .793 .000 .830 .000 .808 .000 .000 .000 .000 .000 .000 .859 .824 .000 .849 .739 .842 .000 .000 .831 .916
Cars 130 0 93 0 223 0 0 0 0 0 0 533 211 0 744 130 716 0 0 846 1813

% Cars 100 0 100 0 100 0 0 0 0 0 0 99.4 100 0 99.6 100 99.3 0 0 99.4 99.6
Trucks & Buses 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1 0 5 0 0 5 6
% Trucks & Buses 0 0 0 0 0 0 0 0 0 0 0 0.2 0 0 0.1 0 0.7 0 0 0.6 0.3
School Buses 0 0 0 0 0 0 0 0 0 0 0 2 0 0 2 0 0 0 0 0 2
% School Buses 0 0 0 0 0 0 0 0 0 0 0 0.4 0 0 0.3 0 0 0 0 0 0.1

Traffic Data Connection
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File Name : 15729-02
Site Code : 01572902
Start Date : 5/28/2015
Page No : 1

Counter: T-2291
Counted By: LME
Weather: Mild
Other: S&S

Groups Printed- Cars - Trucks & Buses - School Buses

Northbound
Old Mill Rd
Southbound

E.Butler Rd
Eastbound

E.Butler Rd
Westbound

Start Time Left Thru Right Peds App. Total Left Thru Right Peds App. Total Left Thru Right Peds App. Total Left Thru Right Peds App. Total Int. Total

07:00 0 0 0 1 1 19 0 16 0 35 21 78 0 0 99 0 101 21 0 122 257
07:15 0 0 0 1 1 13 0 22 0 35 26 121 0 0 147 0 125 37 0 162 345
07:30 0 0 0 0 0 18 0 14 0 32 38 169 0 0 207 0 166 53 0 219 458
07:45 0 0 0 0 0 15 0 22 0 37 29 178 0 0 207 0 180 41 0 221 465
Total 0 0 0 2 2 65 0 74 0 139 114 546 0 0 660 0 572 152 0 724 1525

08:00 0 0 0 0 0 7 0 21 0 28 42 147 0 0 189 0 183 43 0 226 443
08:15 0 0 0 0 0 5 0 21 0 26 22 192 0 1 215 0 149 33 0 182 423
08:30 0 0 0 0 0 8 0 14 2 24 18 133 0 0 151 0 139 20 0 159 334
08:45 0 0 0 0 0 13 0 24 0 37 12 127 0 0 139 0 92 15 0 107 283
Total 0 0 0 0 0 33 0 80 2 115 94 599 0 1 694 0 563 111 0 674 1483

*** BREAK ***

16:00 0 0 0 0 0 14 0 36 0 50 28 128 0 0 156 0 199 23 0 222 428
16:15 0 0 0 0 0 16 0 29 0 45 23 152 0 0 175 0 175 24 2 201 421
16:30 0 0 0 0 0 16 0 35 0 51 30 159 0 0 189 0 142 13 0 155 395
16:45 0 0 0 1 1 7 0 33 0 40 24 151 0 0 175 0 165 11 0 176 392
Total 0 0 0 1 1 53 0 133 0 186 105 590 0 0 695 0 681 71 2 754 1636

17:00 0 0 0 0 0 18 0 36 0 54 32 160 0 0 192 0 158 13 1 172 418
17:15 0 0 0 0 0 20 0 32 0 52 20 158 0 0 178 0 203 17 0 220 450
17:30 0 0 0 0 0 27 0 41 0 68 15 186 0 0 201 0 183 23 0 206 475
17:45 0 0 0 0 0 20 0 35 1 56 24 154 0 0 178 0 168 13 0 181 415
Total 0 0 0 0 0 85 0 144 1 230 91 658 0 0 749 0 712 66 1 779 1758

Grand Total 0 0 0 3 3 236 0 431 3 670 404 2393 0 1 2798 0 2528 400 3 2931 6402
Apprch % 0 0 0 100  35.2 0 64.3 0.4  14.4 85.5 0 0  0 86.3 13.6 0.1   

Total % 0 0 0 0 0 3.7 0 6.7 0 10.5 6.3 37.4 0 0 43.7 0 39.5 6.2 0 45.8
Cars 0 0 0 3 3 231 0 427 3 661 401 2369 0 1 2771 0 2502 398 3 2903 6338

% Cars 0 0 0 100 100 97.9 0 99.1 100 98.7 99.3 99 0 100 99 0 99 99.5 100 99 99
Trucks & Buses 0 0 0 0 0 1 0 1 0 2 1 4 0 0 5 0 12 0 0 12 19
% Trucks & Buses 0 0 0 0 0 0.4 0 0.2 0 0.3 0.2 0.2 0 0 0.2 0 0.5 0 0 0.4 0.3
School Buses 0 0 0 0 0 4 0 3 0 7 2 20 0 0 22 0 14 2 0 16 45
% School Buses 0 0 0 0 0 1.7 0 0.7 0 1 0.5 0.8 0 0 0.8 0 0.6 0.5 0 0.5 0.7

Traffic Data Connection
PO Box 445

Abbeville, Ga 31001
843-412-6222
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File Name : 15729-02
Site Code : 01572902
Start Date : 5/28/2015
Page No : 3

Counter: T-2291
Counted By: LME
Weather: Mild
Other: S&S

Northbound
Old Mill Rd
Southbound

E.Butler Rd
Eastbound

E.Butler Rd
Westbound

Start Time Left Thru Right Peds App. Total Left Thru Right Peds App. Total Left Thru Right Peds App. Total Left Thru Right Peds App. Total Int. Total

Peak Hour Analysis From 07:00 to 12:30 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 07:30

07:30 0 0 0 0 0 18 0 14 0 32 38 169 0 0 207 0 166 53 0 219 458
07:45 0 0 0 0 0 15 0 22 0 37 29 178 0 0 207 0 180 41 0 221 465
08:00 0 0 0 0 0 7 0 21 0 28 42 147 0 0 189 0 183 43 0 226 443
08:15 0 0 0 0 0 5 0 21 0 26 22 192 0 1 215 0 149 33 0 182 423

Total Volume 0 0 0 0 0 45 0 78 0 123 131 686 0 1 818 0 678 170 0 848 1789
% App. Total 0 0 0 0  36.6 0 63.4 0  16 83.9 0 0.1  0 80 20 0   

PHF .000 .000 .000 .000 .000 .625 .000 .886 .000 .831 .780 .893 .000 .250 .951 .000 .926 .802 .000 .938 .962
Cars 0 0 0 0 0 44 0 76 0 120 130 678 0 1 809 0 667 169 0 836 1765

% Cars 0 0 0 0 0 97.8 0 97.4 0 97.6 99.2 98.8 0 100 98.9 0 98.4 99.4 0 98.6 98.7
Trucks & Buses 0 0 0 0 0 1 0 0 0 1 0 1 0 0 1 0 4 0 0 4 6
% Trucks & Buses 0 0 0 0 0 2.2 0 0 0 0.8 0 0.1 0 0 0.1 0 0.6 0 0 0.5 0.3
School Buses 0 0 0 0 0 0 0 2 0 2 1 7 0 0 8 0 7 1 0 8 18
% School Buses 0 0 0 0 0 0 0 2.6 0 1.6 0.8 1.0 0 0 1.0 0 1.0 0.6 0 0.9 1.0

Traffic Data Connection
PO Box 445

Abbeville, Ga 31001
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File Name : 15729-02
Site Code : 01572902
Start Date : 5/28/2015
Page No : 5

Counter: T-2291
Counted By: LME
Weather: Mild
Other: S&S

Northbound
Old Mill Rd
Southbound

E.Butler Rd
Eastbound

E.Butler Rd
Westbound

Start Time Left Thru Right Peds App. Total Left Thru Right Peds App. Total Left Thru Right Peds App. Total Left Thru Right Peds App. Total Int. Total

Peak Hour Analysis From 12:45 to 17:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 17:00

17:00 0 0 0 0 0 18 0 36 0 54 32 160 0 0 192 0 158 13 1 172 418
17:15 0 0 0 0 0 20 0 32 0 52 20 158 0 0 178 0 203 17 0 220 450
17:30 0 0 0 0 0 27 0 41 0 68 15 186 0 0 201 0 183 23 0 206 475
17:45 0 0 0 0 0 20 0 35 1 56 24 154 0 0 178 0 168 13 0 181 415

Total Volume 0 0 0 0 0 85 0 144 1 230 91 658 0 0 749 0 712 66 1 779 1758
% App. Total 0 0 0 0  37 0 62.6 0.4  12.1 87.9 0 0  0 91.4 8.5 0.1   

PHF .000 .000 .000 .000 .000 .787 .000 .878 .250 .846 .711 .884 .000 .000 .932 .000 .877 .717 .250 .885 .925
Cars 0 0 0 0 0 85 0 144 1 230 91 655 0 0 746 0 707 66 1 774 1750

% Cars 0 0 0 0 0 100 0 100 100 100 100 99.5 0 0 99.6 0 99.3 100 100 99.4 99.5
Trucks & Buses 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1 0 5 0 0 5 6
% Trucks & Buses 0 0 0 0 0 0 0 0 0 0 0 0.2 0 0 0.1 0 0.7 0 0 0.6 0.3
School Buses 0 0 0 0 0 0 0 0 0 0 0 2 0 0 2 0 0 0 0 0 2
% School Buses 0 0 0 0 0 0 0 0 0 0 0 0.3 0 0 0.3 0 0 0 0 0 0.1

Traffic Data Connection
PO Box 445

Abbeville, Ga 31001
843-412-6222
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Peak Hour Begins at 17:00
 
Cars
Trucks & Buses
School Buses

Peak Hour Data

North

Traffic Data Connection
PO Box 445

Abbeville, Ga 31001
843-412-6222



File Name : 15729-03
Site Code : 01572903
Start Date : 5/27/2015
Page No : 1

Counter: T-4422
Counted By: BE
Weather: Mild
Other: S&S

Groups Printed- Cars - Trucks & Buses - School Buses
Fairfield Dr
Northbound

Murry Dr
Southbound

E. Butler Rd
Eastbound

E. Butler Rd
Westbound

Start Time Left Thru Right Peds App. Total Left Thru Right Peds App. Total Left Thru Right Peds App. Total Left Thru Right Peds App. Total Int. Total

07:00 1 0 0 0 1 0 0 13 1 14 8 96 2 0 106 1 110 3 0 114 235
07:15 4 1 0 0 5 0 0 9 1 10 19 140 2 0 161 1 156 3 0 160 336
07:30 0 3 2 0 5 2 0 9 0 11 17 180 7 0 204 2 183 2 0 187 407
07:45 2 2 2 0 6 1 0 14 0 15 30 229 5 0 264 2 193 3 0 198 483
Total 7 6 4 0 17 3 0 45 2 50 74 645 16 0 735 6 642 11 0 659 1461

08:00 2 0 1 0 3 1 0 14 0 15 28 203 3 0 234 0 195 2 0 197 449
08:15 0 0 4 0 4 0 0 16 0 16 17 188 7 0 212 0 166 4 0 170 402
08:30 3 0 0 0 3 2 0 19 2 23 24 170 2 0 196 2 147 3 0 152 374
08:45 3 0 2 0 5 2 0 8 0 10 16 116 1 0 133 0 131 3 0 134 282
Total 8 0 7 0 15 5 0 57 2 64 85 677 13 0 775 2 639 12 0 653 1507

*** BREAK ***

16:00 2 0 0 0 2 0 0 25 0 25 11 159 4 0 174 0 250 3 1 254 455
16:15 1 0 1 1 3 1 0 10 0 11 12 187 4 0 203 1 199 5 0 205 422
16:30 3 1 3 0 7 1 0 13 0 14 11 163 6 1 181 0 218 3 0 221 423
16:45 1 0 1 1 3 1 0 30 0 31 14 202 2 0 218 1 202 5 0 208 460
Total 7 1 5 2 15 3 0 78 0 81 48 711 16 1 776 2 869 16 1 888 1760

17:00 3 0 1 0 4 3 0 22 0 25 18 173 5 0 196 0 247 2 0 249 474
17:15 0 0 0 0 0 1 0 20 0 21 13 204 4 0 221 0 229 1 0 230 472
17:30 0 0 0 2 2 0 0 37 0 37 10 167 2 0 179 1 286 1 0 288 506
17:45 1 0 0 0 1 1 2 16 0 19 23 190 5 0 218 1 256 5 0 262 500
Total 4 0 1 2 7 5 2 95 0 102 64 734 16 0 814 2 1018 9 0 1029 1952

Grand Total 26 7 17 4 54 16 2 275 4 297 271 2767 61 1 3100 12 3168 48 1 3229 6680
Apprch % 48.1 13 31.5 7.4  5.4 0.7 92.6 1.3  8.7 89.3 2 0  0.4 98.1 1.5 0   

Total % 0.4 0.1 0.3 0.1 0.8 0.2 0 4.1 0.1 4.4 4.1 41.4 0.9 0 46.4 0.2 47.4 0.7 0 48.3
Cars 25 7 15 4 51 16 2 272 4 294 268 2737 61 1 3067 12 3139 47 1 3199 6611

% Cars 96.2 100 88.2 100 94.4 100 100 98.9 100 99 98.9 98.9 100 100 98.9 100 99.1 97.9 100 99.1 99
Trucks & Buses 0 0 1 0 1 0 0 2 0 2 3 10 0 0 13 0 13 0 0 13 29
% Trucks & Buses 0 0 5.9 0 1.9 0 0 0.7 0 0.7 1.1 0.4 0 0 0.4 0 0.4 0 0 0.4 0.4
School Buses 1 0 1 0 2 0 0 1 0 1 0 20 0 0 20 0 16 1 0 17 40
% School Buses 3.8 0 5.9 0 3.7 0 0 0.4 0 0.3 0 0.7 0 0 0.6 0 0.5 2.1 0 0.5 0.6

Traffic Data Connection
PO Box 445

Abbeville, Ga 31001
843-412-6222
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File Name : 15729-03
Site Code : 01572903
Start Date : 5/27/2015
Page No : 3

Counter: T-4422
Counted By: BE
Weather: Mild
Other: S&S

Fairfield Dr
Northbound

Murry Dr
Southbound

E. Butler Rd
Eastbound

E. Butler Rd
Westbound

Start Time Left Thru Right Peds App. Total Left Thru Right Peds App. Total Left Thru Right Peds App. Total Left Thru Right Peds App. Total Int. Total

Peak Hour Analysis From 07:00 to 12:30 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 07:30

07:30 0 3 2 0 5 2 0 9 0 11 17 180 7 0 204 2 183 2 0 187 407
07:45 2 2 2 0 6 1 0 14 0 15 30 229 5 0 264 2 193 3 0 198 483
08:00 2 0 1 0 3 1 0 14 0 15 28 203 3 0 234 0 195 2 0 197 449
08:15 0 0 4 0 4 0 0 16 0 16 17 188 7 0 212 0 166 4 0 170 402

Total Volume 4 5 9 0 18 4 0 53 0 57 92 800 22 0 914 4 737 11 0 752 1741
% App. Total 22.2 27.8 50 0  7 0 93 0  10.1 87.5 2.4 0  0.5 98 1.5 0   

PHF .500 .417 .563 .000 .750 .500 .000 .828 .000 .891 .767 .873 .786 .000 .866 .500 .945 .688 .000 .949 .901
Cars 4 5 7 0 16 4 0 52 0 56 92 788 22 0 902 4 729 10 0 743 1717

% Cars 100 100 77.8 0 88.9 100 0 98.1 0 98.2 100 98.5 100 0 98.7 100 98.9 90.9 0 98.8 98.6
Trucks & Buses 0 0 1 0 1 0 0 1 0 1 0 2 0 0 2 0 3 0 0 3 7
% Trucks & Buses 0 0 11.1 0 5.6 0 0 1.9 0 1.8 0 0.3 0 0 0.2 0 0.4 0 0 0.4 0.4
School Buses 0 0 1 0 1 0 0 0 0 0 0 10 0 0 10 0 5 1 0 6 17
% School Buses 0 0 11.1 0 5.6 0 0 0 0 0 0 1.3 0 0 1.1 0 0.7 9.1 0 0.8 1.0

Traffic Data Connection
PO Box 445

Abbeville, Ga 31001
843-412-6222
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File Name : 15729-03
Site Code : 01572903
Start Date : 5/27/2015
Page No : 5

Counter: T-4422
Counted By: BE
Weather: Mild
Other: S&S

Fairfield Dr
Northbound

Murry Dr
Southbound

E. Butler Rd
Eastbound

E. Butler Rd
Westbound

Start Time Left Thru Right Peds App. Total Left Thru Right Peds App. Total Left Thru Right Peds App. Total Left Thru Right Peds App. Total Int. Total

Peak Hour Analysis From 12:45 to 17:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 17:00

17:00 3 0 1 0 4 3 0 22 0 25 18 173 5 0 196 0 247 2 0 249 474
17:15 0 0 0 0 0 1 0 20 0 21 13 204 4 0 221 0 229 1 0 230 472
17:30 0 0 0 2 2 0 0 37 0 37 10 167 2 0 179 1 286 1 0 288 506
17:45 1 0 0 0 1 1 2 16 0 19 23 190 5 0 218 1 256 5 0 262 500

Total Volume 4 0 1 2 7 5 2 95 0 102 64 734 16 0 814 2 1018 9 0 1029 1952
% App. Total 57.1 0 14.3 28.6  4.9 2 93.1 0  7.9 90.2 2 0  0.2 98.9 0.9 0   

PHF .333 .000 .250 .250 .438 .417 .250 .642 .000 .689 .696 .900 .800 .000 .921 .500 .890 .450 .000 .893 .964
Cars 4 0 1 2 7 5 2 95 0 102 63 733 16 0 812 2 1016 9 0 1027 1948

% Cars 100 0 100 100 100 100 100 100 0 100 98.4 99.9 100 0 99.8 100 99.8 100 0 99.8 99.8
Trucks & Buses 0 0 0 0 0 0 0 0 0 0 1 1 0 0 2 0 1 0 0 1 3
% Trucks & Buses 0 0 0 0 0 0 0 0 0 0 1.6 0.1 0 0 0.2 0 0.1 0 0 0.1 0.2
School Buses 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 1 0 0 1 1
% School Buses 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0.1 0 0 0.1 0.1

Traffic Data Connection
PO Box 445

Abbeville, Ga 31001
843-412-6222
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Peak Hour Begins at 17:00
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Trucks & Buses
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Peak Hour Data

North

Traffic Data Connection
PO Box 445

Abbeville, Ga 31001
843-412-6222



File Name : 15729-04
Site Code : 01572904
Start Date : 5/27/2015
Page No : 1

Counter: T-2291
Counted By: LME
Weather: Mild
Other: S&S

Groups Printed- Cars - Trucks & Buses - School Buses
Owens Ln

Northbound Southbound
E.Butler Rd
Eastbound

E.Butler Rd
Westbound

Start Time Left Thru Right Peds App. Total Left Thru Right Peds App. Total Left Thru Right Peds App. Total Left Thru Right Peds App. Total Int. Total

07:00 0 0 24 0 24 0 0 0 1 1 0 81 3 1 85 22 96 0 0 118 228
07:15 0 0 68 0 68 0 0 0 1 1 0 91 5 0 96 35 126 0 0 161 326
07:30 1 0 77 0 78 0 0 0 0 0 0 123 4 0 127 32 154 0 0 186 391
07:45 1 0 81 0 82 0 0 0 0 0 0 155 8 0 163 38 149 0 0 187 432
Total 2 0 250 0 252 0 0 0 2 2 0 450 20 1 471 127 525 0 0 652 1377

08:00 2 0 83 0 85 0 0 0 0 0 0 136 14 0 150 47 157 0 0 204 439
08:15 2 0 62 0 64 0 0 0 0 0 0 145 7 0 152 36 131 0 0 167 383
08:30 2 0 64 0 66 0 0 0 2 2 0 118 3 0 121 42 123 0 0 165 354
08:45 0 0 41 0 41 0 0 0 0 0 0 89 6 0 95 30 101 0 0 131 267
Total 6 0 250 0 256 0 0 0 2 2 0 488 30 0 518 155 512 0 0 667 1443

*** BREAK ***

16:00 0 0 46 0 46 0 0 0 0 0 0 134 5 0 139 90 167 0 0 257 442
16:15 2 0 40 1 43 0 0 0 0 0 0 149 7 0 156 62 144 0 0 206 405
16:30 1 0 42 0 43 0 0 0 0 0 0 128 2 0 130 58 159 0 0 217 390
16:45 0 0 53 1 54 0 0 0 0 0 0 157 10 0 167 63 159 0 0 222 443
Total 3 0 181 2 186 0 0 0 0 0 0 568 24 0 592 273 629 0 0 902 1680

17:00 1 0 46 0 47 0 0 0 0 0 0 144 5 0 149 85 156 0 0 241 437
17:15 0 0 53 0 53 0 0 0 0 0 0 156 9 0 165 73 158 0 0 231 449
17:30 0 0 42 2 44 0 0 0 0 0 0 135 6 0 141 93 180 0 0 273 458
17:45 7 0 36 0 43 0 0 0 0 0 0 150 11 0 161 65 155 0 0 220 424
Total 8 0 177 2 187 0 0 0 0 0 0 585 31 0 616 316 649 0 0 965 1768

Grand Total 19 0 858 4 881 0 0 0 4 4 0 2091 105 1 2197 871 2315 0 0 3186 6268
Apprch % 2.2 0 97.4 0.5  0 0 0 100  0 95.2 4.8 0  27.3 72.7 0 0   

Total % 0.3 0 13.7 0.1 14.1 0 0 0 0.1 0.1 0 33.4 1.7 0 35.1 13.9 36.9 0 0 50.8
Cars 19 0 848 4 871 0 0 0 4 4 0 2068 105 1 2174 864 2289 0 0 3153 6202

% Cars 100 0 98.8 100 98.9 0 0 0 100 100 0 98.9 100 100 99 99.2 98.9 0 0 99 98.9
Trucks & Buses 0 0 4 0 4 0 0 0 0 0 0 8 0 0 8 3 13 0 0 16 28
% Trucks & Buses 0 0 0.5 0 0.5 0 0 0 0 0 0 0.4 0 0 0.4 0.3 0.6 0 0 0.5 0.4
School Buses 0 0 6 0 6 0 0 0 0 0 0 15 0 0 15 4 13 0 0 17 38
% School Buses 0 0 0.7 0 0.7 0 0 0 0 0 0 0.7 0 0 0.7 0.5 0.6 0 0 0.5 0.6

Traffic Data Connection
PO Box 445

Abbeville, Ga 31001
843-412-6222
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File Name : 15729-04
Site Code : 01572904
Start Date : 5/27/2015
Page No : 3

Counter: T-2291
Counted By: LME
Weather: Mild
Other: S&S

Owens Ln
Northbound Southbound

E.Butler Rd
Eastbound

E.Butler Rd
Westbound

Start Time Left Thru Right Peds App. Total Left Thru Right Peds App. Total Left Thru Right Peds App. Total Left Thru Right Peds App. Total Int. Total

Peak Hour Analysis From 07:00 to 12:30 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 07:30

07:30 1 0 77 0 78 0 0 0 0 0 0 123 4 0 127 32 154 0 0 186 391
07:45 1 0 81 0 82 0 0 0 0 0 0 155 8 0 163 38 149 0 0 187 432
08:00 2 0 83 0 85 0 0 0 0 0 0 136 14 0 150 47 157 0 0 204 439
08:15 2 0 62 0 64 0 0 0 0 0 0 145 7 0 152 36 131 0 0 167 383

Total Volume 6 0 303 0 309 0 0 0 0 0 0 559 33 0 592 153 591 0 0 744 1645
% App. Total 1.9 0 98.1 0  0 0 0 0  0 94.4 5.6 0  20.6 79.4 0 0   

PHF .750 .000 .913 .000 .909 .000 .000 .000 .000 .000 .000 .902 .589 .000 .908 .814 .941 .000 .000 .912 .937
Cars 6 0 299 0 305 0 0 0 0 0 0 551 33 0 584 150 584 0 0 734 1623

% Cars 100 0 98.7 0 98.7 0 0 0 0 0 0 98.6 100 0 98.6 98.0 98.8 0 0 98.7 98.7
Trucks & Buses 0 0 1 0 1 0 0 0 0 0 0 1 0 0 1 1 3 0 0 4 6
% Trucks & Buses 0 0 0.3 0 0.3 0 0 0 0 0 0 0.2 0 0 0.2 0.7 0.5 0 0 0.5 0.4
School Buses 0 0 3 0 3 0 0 0 0 0 0 7 0 0 7 2 4 0 0 6 16
% School Buses 0 0 1.0 0 1.0 0 0 0 0 0 0 1.3 0 0 1.2 1.3 0.7 0 0 0.8 1.0

Traffic Data Connection
PO Box 445

Abbeville, Ga 31001
843-412-6222
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File Name : 15729-04
Site Code : 01572904
Start Date : 5/27/2015
Page No : 5

Counter: T-2291
Counted By: LME
Weather: Mild
Other: S&S

Owens Ln
Northbound Southbound

E.Butler Rd
Eastbound

E.Butler Rd
Westbound

Start Time Left Thru Right Peds App. Total Left Thru Right Peds App. Total Left Thru Right Peds App. Total Left Thru Right Peds App. Total Int. Total

Peak Hour Analysis From 12:45 to 17:45 - Peak 1 of 1
Peak Hour for Entire Intersection Begins at 16:45

16:45 0 0 53 1 54 0 0 0 0 0 0 157 10 0 167 63 159 0 0 222 443
17:00 1 0 46 0 47 0 0 0 0 0 0 144 5 0 149 85 156 0 0 241 437
17:15 0 0 53 0 53 0 0 0 0 0 0 156 9 0 165 73 158 0 0 231 449
17:30 0 0 42 2 44 0 0 0 0 0 0 135 6 0 141 93 180 0 0 273 458

Total Volume 1 0 194 3 198 0 0 0 0 0 0 592 30 0 622 314 653 0 0 967 1787
% App. Total 0.5 0 98 1.5  0 0 0 0  0 95.2 4.8 0  32.5 67.5 0 0   

PHF .250 .000 .915 .375 .917 .000 .000 .000 .000 .000 .000 .943 .750 .000 .931 .844 .907 .000 .000 .886 .975
Cars 1 0 193 3 197 0 0 0 0 0 0 588 30 0 618 314 649 0 0 963 1778

% Cars 100 0 99.5 100 99.5 0 0 0 0 0 0 99.3 100 0 99.4 100 99.4 0 0 99.6 99.5
Trucks & Buses 0 0 1 0 1 0 0 0 0 0 0 2 0 0 2 0 2 0 0 2 5
% Trucks & Buses 0 0 0.5 0 0.5 0 0 0 0 0 0 0.3 0 0 0.3 0 0.3 0 0 0.2 0.3
School Buses 0 0 0 0 0 0 0 0 0 0 0 2 0 0 2 0 2 0 0 2 4
% School Buses 0 0 0 0 0 0 0 0 0 0 0 0.3 0 0 0.3 0 0.3 0 0 0.2 0.2

Traffic Data Connection
PO Box 445

Abbeville, Ga 31001
843-412-6222
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10: Bethel Dr & East Butler Rd AM Peak Hour

East Butler Corridor Ex Volume; Ex Geometry
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Movement EBT EBR WBL WBT NBL NBR

Lane Configurations
Volume (veh/h) 641 92 57 567 375 128
Number 2 12 1 6 3 18
Initial Q (Qb), veh 0 0 0 0 0 0
Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00
Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00
Adj Sat Flow, veh/h/ln 1898 1900 1844 1937 1824 1824
Adj Flow Rate, veh/h 675 97 60 597 395 135
Adj No. of Lanes 1 0 1 1 1 1
Peak Hour Factor 0.95 0.95 0.95 0.95 0.95 0.95
Percent Heavy Veh, % 0 0 2 1 0 0
Cap, veh/h 764 110 238 1149 441 466
Arrive On Green 0.47 0.47 0.05 0.59 0.25 0.25
Sat Flow, veh/h 1623 233 1756 1937 1737 1550

Grp Volume(v), veh/h 0 772 60 597 395 135
Grp Sat Flow(s),veh/h/ln 0 1856 1756 1937 1737 1550
Q Serve(g_s), s 0.0 29.6 1.3 14.2 17.2 5.2
Cycle Q Clear(g_c), s 0.0 29.6 1.3 14.2 17.2 5.2
Prop In Lane 0.13 1.00 1.00 1.00
Lane Grp Cap(c), veh/h 0 873 238 1149 441 466
V/C Ratio(X) 0.00 0.88 0.25 0.52 0.90 0.29
Avail Cap(c_a), veh/h 0 945 357 1356 509 526
HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00
Upstream Filter(I) 0.00 1.00 1.00 1.00 1.00 1.00
Uniform Delay (d), s/veh 0.0 18.9 15.5 9.4 28.3 21.1
Incr Delay (d2), s/veh 0.0 9.5 0.6 0.4 16.8 0.3
Initial Q Delay(d3),s/veh 0.0 0.0 0.0 0.0 0.0 0.0
%ile BackOfQ(50%),veh/ln 0.0 17.3 0.6 7.6 10.3 2.3
LnGrp Delay(d),s/veh 0.0 28.3 16.0 9.8 45.1 21.4
LnGrp LOS C B A D C

Approach Vol, veh/h 772 657 530
Approach Delay, s/veh 28.3 10.3 39.0
Approach LOS C B D

Timer 1 2 3 4 5 6 7 8

Assigned Phs 1 2 6 8
Phs Duration (G+Y+Rc), s 9.6 43.0 52.6 25.9
Change Period (Y+Rc), s 6.0 6.0 6.0 6.0
Max Green Setting (Gmax), s 9.0 40.0 55.0 23.0
Max Q Clear Time (g_c+I1), s 3.3 31.6 16.2 19.2
Green Ext Time (p_c), s 0.0 5.3 12.6 0.7

Intersection Summary

HCM 2010 Ctrl Delay 25.2
HCM 2010 LOS C



3: Owens Ln & East Butler Rd AM Peak Hour

East Butler Corridor Ex Volume; Ex Geometry
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Intersection

Int Delay, s/veh 5.1

Movement EBT EBR WBL WBT NBL NBR

Vol, veh/h 559 33 153 591 6 303
Conflicting Peds, #/hr 0 0 0 0 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length - - 90 - 50 0
Veh in Median Storage, # 0 - - 0 0 -
Grade, % -3 - - 2 -3 -
Peak Hour Factor 94 94 94 94 94 94
Heavy Vehicles, % 0 0 1 1 0 0
Mvmt Flow 595 35 163 629 6 322

Major/Minor Major1 Major2 Minor1

Conflicting Flow All 0 0 630 0 1566 612
Stage 1 - - - - 612 -
Stage 2 - - - - 954 -

Critical Hdwy - - 4.11 - 5.8 5.9
Critical Hdwy Stg 1 - - - - 4.8 -
Critical Hdwy Stg 2 - - - - 4.8 -
Follow-up Hdwy - - 2.209 - 3.5 3.3
Pot Cap-1 Maneuver - - 957 - 161 523

Stage 1 - - - - 603 -
Stage 2 - - - - 442 -

Platoon blocked, % - - -
Mov Cap-1 Maneuver - - 957 - 134 523
Mov Cap-2 Maneuver - - - - 264 -

Stage 1 - - - - 603 -
Stage 2 - - - - 367 -

Approach EB WB NB

HCM Control Delay, s 0 2 22.2
HCM LOS C

Minor Lane/Major Mvmt NBLn1 NBLn2 EBT EBR WBL WBT

Capacity (veh/h) 264 523 - - 957 -
HCM Lane V/C Ratio 0.024 0.616 - - 0.17 -
HCM Control Delay (s) 19 22.3 - - 9.5 -
HCM Lane LOS C C - - A -
HCM 95th %tile Q(veh) 0.1 4.1 - - 0.6 -



5: Fairfield Dr/Murray Dr & East Butler Rd AM Peak Hour

East Butler Corridor Ex Volume; Ex Geometry
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Intersection

Int Delay, s/veh 2.1

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Vol, veh/h 92 800 22 4 737 11 4 5 9 4 0 53
Conflicting Peds, #/hr 0 0 0 0 0 0 0 0 0 0 0 0
Sign Control Free Free Free Free Free Free Stop Stop Stop Stop Stop Stop
RT Channelized - - None - - None - - None - - None
Storage Length 60 - - 50 - - - - - - - -
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - -1 - - 0 - - 0 - - 0 -
Peak Hour Factor 90 90 90 90 90 90 90 90 90 90 90 90
Heavy Vehicles, % 0 0 0 0 0 0 0 0 11 0 0 2
Mvmt Flow 102 889 24 4 819 12 4 6 10 4 0 59

Major/Minor Major1 Major2 Minor1 Minor2

Conflicting Flow All 831 0 0 913 0 0 1969 1946 901 1947 1952 825
Stage 1 - - - - - - 1106 1106 - 834 834 -
Stage 2 - - - - - - 863 840 - 1113 1118 -

Critical Hdwy 4.1 - - 4.1 - - 7.1 6.5 6.31 7.1 6.5 6.22
Critical Hdwy Stg 1 - - - - - - 6.1 5.5 - 6.1 5.5 -
Critical Hdwy Stg 2 - - - - - - 6.1 5.5 - 6.1 5.5 -
Follow-up Hdwy 2.2 - - 2.2 - - 3.5 4 3.399 3.5 4 3.318
Pot Cap-1 Maneuver 810 - - 755 - - 48 66 324 49 65 372

Stage 1 - - - - - - 258 289 - 365 386 -
Stage 2 - - - - - - 352 384 - 255 285 -

Platoon blocked, % - - - -
Mov Cap-1 Maneuver 810 - - 755 - - 36 57 324 40 57 372
Mov Cap-2 Maneuver - - - - - - 36 57 - 40 57 -

Stage 1 - - - - - - 226 253 - 319 384 -
Stage 2 - - - - - - 295 382 - 211 249 -

Approach EB WB NB SB

HCM Control Delay, s 1 0.1 65.4 25.9
HCM LOS F D

Minor Lane/Major Mvmt NBLn1 EBL EBT EBR WBL WBT WBR SBLn1

Capacity (veh/h) 79 810 - - 755 - - 235
HCM Lane V/C Ratio 0.253 0.126 - - 0.006 - - 0.27
HCM Control Delay (s) 65.4 10.1 - - 9.8 - - 25.9
HCM Lane LOS F B - - A - - D
HCM 95th %tile Q(veh) 0.9 0.4 - - 0 - - 1.1



8: East Butler Rd & Old Mill Rd AM Peak Hour

East Butler Corridor Ex Volume; Ex Geometry
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Intersection

Int Delay, s/veh 4.4

Movement EBL EBT WBT WBR SBL SBR

Vol, veh/h 131 686 678 170 45 78
Conflicting Peds, #/hr 0 0 0 0 1 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length 150 - - - 0 200
Veh in Median Storage, # - 0 0 - 0 -
Grade, % - 0 0 - 0 -
Peak Hour Factor 96 96 96 96 96 96
Heavy Vehicles, % 0 0 1 0 2 0
Mvmt Flow 136 715 706 177 47 81

Major/Minor Major1 Major2 Minor2

Conflicting Flow All 884 0 - 0 1784 796
Stage 1 - - - - 796 -
Stage 2 - - - - 988 -

Critical Hdwy 4.1 - - - 6.42 6.2
Critical Hdwy Stg 1 - - - - 5.42 -
Critical Hdwy Stg 2 - - - - 5.42 -
Follow-up Hdwy 2.2 - - - 3.518 3.3
Pot Cap-1 Maneuver 774 - - - 90 390

Stage 1 - - - - 444 -
Stage 2 - - - - 361 -

Platoon blocked, % - - -
Mov Cap-1 Maneuver 774 - - - 74 390
Mov Cap-2 Maneuver - - - - 74 -

Stage 1 - - - - 444 -
Stage 2 - - - - 297 -

Approach EB WB SB

HCM Control Delay, s 1.7 0 52.6
HCM LOS F

Minor Lane/Major Mvmt EBL EBT WBT WBR SBLn1 SBLn2

Capacity (veh/h) 774 - - - 74 390
HCM Lane V/C Ratio 0.176 - - - 0.633 0.208
HCM Control Delay (s) 10.6 - - - 114.9 16.6
HCM Lane LOS B - - - F C
HCM 95th %tile Q(veh) 0.6 - - - 2.8 0.8



Queuing and Blocking Report AM Peak Hour

East Butler Corridor Ex Volumes; Ex Geometry
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Intersection: 3: Owens Ln & East Butler Rd

Movement EB WB NB NB

Directions Served TR L L R
Maximum Queue (ft) 27 87 73 219
Average Queue (ft) 2 42 9 95
95th Queue (ft) 16 74 38 167
Link Distance (ft) 471 747
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 90 50
Storage Blk Time (%) 0 0 33
Queuing Penalty (veh) 1 0 2

Intersection: 5: Fairfield Dr/Murray Dr & East Butler Rd

Movement

Directions Served
Maximum Queue (ft)
Average Queue (ft)
95th Queue (ft)
Link Distance (ft)
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft)
Storage Blk Time (%)
Queuing Penalty (veh)

Intersection: 8: East Butler Rd & Old Mill Rd

Movement

Directions Served
Maximum Queue (ft)
Average Queue (ft)
95th Queue (ft)
Link Distance (ft)
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft)
Storage Blk Time (%)
Queuing Penalty (veh)



Queuing and Blocking Report AM Peak Hour

East Butler Corridor Ex Volumes; Ex Geometry
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Intersection: 10: Bethel Dr & East Butler Rd

Movement

Directions Served
Maximum Queue (ft)
Average Queue (ft)
95th Queue (ft)
Link Distance (ft)
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft)
Storage Blk Time (%)
Queuing Penalty (veh)

Network Summary

Network wide Queuing Penalty: 3



10: Bethel Dr & East Butler Rd AM Peak Hour

East Butler Corridor 2040; Ex Geometry
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Movement EBT EBR WBL WBT NBL NBR

Lane Configurations
Volume (veh/h) 822 118 73 727 481 164
Number 2 12 1 6 3 18
Initial Q (Qb), veh 0 0 0 0 0 0
Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00
Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00
Adj Sat Flow, veh/h/ln 1898 1900 1844 1937 1824 1824
Adj Flow Rate, veh/h 865 124 77 765 506 173
Adj No. of Lanes 1 0 1 1 1 1
Peak Hour Factor 0.95 0.95 0.95 0.95 0.95 0.95
Percent Heavy Veh, % 0 0 2 1 0 0
Cap, veh/h 762 109 171 1141 469 495
Arrive On Green 0.47 0.47 0.05 0.59 0.27 0.27
Sat Flow, veh/h 1624 233 1756 1937 1737 1550

Grp Volume(v), veh/h 0 989 77 765 506 173
Grp Sat Flow(s),veh/h/ln 0 1857 1756 1937 1737 1550
Q Serve(g_s), s 0.0 40.0 1.8 22.8 23.0 7.3
Cycle Q Clear(g_c), s 0.0 40.0 1.8 22.8 23.0 7.3
Prop In Lane 0.13 1.00 1.00 1.00
Lane Grp Cap(c), veh/h 0 872 171 1141 469 495
V/C Ratio(X) 0.00 1.13 0.45 0.67 1.08 0.35
Avail Cap(c_a), veh/h 0 872 270 1250 469 495
HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00
Upstream Filter(I) 0.00 1.00 1.00 1.00 1.00 1.00
Uniform Delay (d), s/veh 0.0 22.6 19.7 11.9 31.1 22.2
Incr Delay (d2), s/veh 0.0 74.7 1.9 1.2 64.4 0.4
Initial Q Delay(d3),s/veh 0.0 0.0 0.0 0.0 0.0 0.0
%ile BackOfQ(50%),veh/ln 0.0 38.4 1.0 12.5 19.3 3.2
LnGrp Delay(d),s/veh 0.0 97.3 21.5 13.1 95.5 22.6
LnGrp LOS F C B F C

Approach Vol, veh/h 989 842 679
Approach Delay, s/veh 97.3 13.9 77.0
Approach LOS F B E

Timer 1 2 3 4 5 6 7 8

Assigned Phs 1 2 6 8
Phs Duration (G+Y+Rc), s 10.2 46.0 56.2 29.0
Change Period (Y+Rc), s 6.0 6.0 6.0 6.0
Max Green Setting (Gmax), s 9.0 40.0 55.0 23.0
Max Q Clear Time (g_c+I1), s 3.8 42.0 24.8 25.0
Green Ext Time (p_c), s 0.1 0.0 17.0 0.0

Intersection Summary

HCM 2010 Ctrl Delay 63.8
HCM 2010 LOS E



3: Owens Ln & East Butler Rd AM Peak Hour

East Butler Corridor 2040; Ex Geometry
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Intersection

Int Delay, s/veh 14

Movement EBT EBR WBL WBT NBL NBR

Vol, veh/h 717 42 196 758 8 389
Conflicting Peds, #/hr 0 0 0 0 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length - - 90 - 50 0
Veh in Median Storage, # 0 - - 0 0 -
Grade, % -3 - - 2 -3 -
Peak Hour Factor 94 94 94 94 94 94
Heavy Vehicles, % 0 0 1 1 0 0
Mvmt Flow 763 45 209 806 9 414

Major/Minor Major1 Major2 Minor1

Conflicting Flow All 0 0 807 0 2008 785
Stage 1 - - - - 785 -
Stage 2 - - - - 1223 -

Critical Hdwy - - 4.11 - 5.8 5.9
Critical Hdwy Stg 1 - - - - 4.8 -
Critical Hdwy Stg 2 - - - - 4.8 -
Follow-up Hdwy - - 2.209 - 3.5 3.3
Pot Cap-1 Maneuver - - 822 - 92 423

Stage 1 - - - - 516 -
Stage 2 - - - - 344 -

Platoon blocked, % - - -
Mov Cap-1 Maneuver - - 822 - 69 423
Mov Cap-2 Maneuver - - - - 184 -

Stage 1 - - - - 516 -
Stage 2 - - - - 257 -

Approach EB WB NB

HCM Control Delay, s 0 2.2 69.1
HCM LOS F

Minor Lane/Major Mvmt NBLn1 NBLn2 EBT EBR WBL WBT

Capacity (veh/h) 184 423 - - 822 -
HCM Lane V/C Ratio 0.046 0.978 - - 0.254 -
HCM Control Delay (s) 25.5 70 - - 10.9 -
HCM Lane LOS D F - - B -
HCM 95th %tile Q(veh) 0.1 11.9 - - 1 -
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East Butler Corridor 2040; Ex Geometry
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Intersection

Int Delay, s/veh 6.8

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Vol, veh/h 118 1026 28 5 945 14 5 6 12 5 0 68
Conflicting Peds, #/hr 0 0 0 0 0 0 0 0 0 0 0 0
Sign Control Free Free Free Free Free Free Stop Stop Stop Stop Stop Stop
RT Channelized - - None - - None - - None - - None
Storage Length 60 - - 50 - - - - - - - -
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - -1 - - 0 - - 0 - - 0 -
Peak Hour Factor 90 90 90 90 90 90 90 90 90 90 90 90
Heavy Vehicles, % 0 0 0 0 0 0 0 0 11 0 0 2
Mvmt Flow 131 1140 31 6 1050 16 6 7 13 6 0 76

Major/Minor Major1 Major2 Minor1 Minor2

Conflicting Flow All 1066 0 0 1171 0 0 2525 2495 1156 2497 2502 1058
Stage 1 - - - - - - 1418 1418 - 1069 1069 -
Stage 2 - - - - - - 1107 1077 - 1428 1433 -

Critical Hdwy 4.1 - - 4.1 - - 7.1 6.5 6.31 7.1 6.5 6.22
Critical Hdwy Stg 1 - - - - - - 6.1 5.5 - 6.1 5.5 -
Critical Hdwy Stg 2 - - - - - - 6.1 5.5 - 6.1 5.5 -
Follow-up Hdwy 2.2 - - 2.2 - - 3.5 4 3.399 3.5 4 3.318
Pot Cap-1 Maneuver 661 - - 604 - - 19 29 229 20 29 273

Stage 1 - - - - - - 171 205 - 270 300 -
Stage 2 - - - - - - 257 298 - 169 201 -

Platoon blocked, % - - - -
Mov Cap-1 Maneuver 661 - - 604 - - 12 23 229 12 23 273
Mov Cap-2 Maneuver - - - - - - 12 23 - 12 23 -

Stage 1 - - - - - - 137 164 - 216 297 -
Stage 2 - - - - - - 184 295 - 122 161 -

Approach EB WB NB SB

HCM Control Delay, s 1.2 0.1 278.3 98.4
HCM LOS F F

Minor Lane/Major Mvmt NBLn1 EBL EBT EBR WBL WBT WBR SBLn1

Capacity (veh/h) 32 661 - - 604 - - 110
HCM Lane V/C Ratio 0.799 0.198 - - 0.009 - - 0.737
HCM Control Delay (s) 278.3 11.8 - - 11 - - 98.4
HCM Lane LOS F B - - B - - F
HCM 95th %tile Q(veh) 2.7 0.7 - - 0 - - 4



8: East Butler Rd & Old Mill Rd AM Peak Hour

East Butler Corridor 2040; Ex Geometry
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Intersection

Int Delay, s/veh 20.2

Movement EBL EBT WBT WBR SBL SBR

Vol, veh/h 168 880 869 218 58 100
Conflicting Peds, #/hr 0 0 0 0 1 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length 150 - - - 0 200
Veh in Median Storage, # - 0 0 - 0 -
Grade, % - 0 0 - 0 -
Peak Hour Factor 96 96 96 96 96 96
Heavy Vehicles, % 0 0 1 0 2 0
Mvmt Flow 175 917 905 227 60 104

Major/Minor Major1 Major2 Minor2

Conflicting Flow All 1133 0 - 0 2287 1020
Stage 1 - - - - 1020 -
Stage 2 - - - - 1267 -

Critical Hdwy 4.1 - - - 6.42 6.2
Critical Hdwy Stg 1 - - - - 5.42 -
Critical Hdwy Stg 2 - - - - 5.42 -
Follow-up Hdwy 2.2 - - - 3.518 3.3
Pot Cap-1 Maneuver 624 - - - ~ 43 290

Stage 1 - - - - 348 -
Stage 2 - - - - 265 -

Platoon blocked, % - - -
Mov Cap-1 Maneuver 624 - - - ~ 31 290
Mov Cap-2 Maneuver - - - - ~ 31 -

Stage 1 - - - - 348 -
Stage 2 - - - - 191 -

Approach EB WB SB

HCM Control Delay, s 2.1 0 279.1
HCM LOS F

Minor Lane/Major Mvmt EBL EBT WBT WBR SBLn1 SBLn2

Capacity (veh/h) 624 - - - 31 290
HCM Lane V/C Ratio 0.28 - - - 1.949 0.359
HCM Control Delay (s) 13 - - -$ 718.6 24.2
HCM Lane LOS B - - - F C
HCM 95th %tile Q(veh) 1.1 - - - 6.9 1.6

Notes

~: Volume exceeds capacity $: Delay exceeds 300s +: Computation Not Defined *: All major volume in platoon
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East Butler Corridor 2040; Ex Geometry
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Intersection: 3: Owens Ln & East Butler Rd

Movement EB WB WB NB NB

Directions Served TR L T L R
Maximum Queue (ft) 41 108 128 74 583
Average Queue (ft) 5 56 9 18 339
95th Queue (ft) 24 99 74 64 668
Link Distance (ft) 471 187 747
Upstream Blk Time (%) 1 5
Queuing Penalty (veh) 12 0
Storage Bay Dist (ft) 90 50
Storage Blk Time (%) 4 2 86
Queuing Penalty (veh) 30 7 7

Intersection: 5: Fairfield Dr/Murray Dr & East Butler Rd

Movement EB EB WB NB SB

Directions Served L TR TR LTR LTR
Maximum Queue (ft) 80 202 92 52 183
Average Queue (ft) 34 17 4 13 69
95th Queue (ft) 75 102 31 41 139
Link Distance (ft) 187 3551 678 504
Upstream Blk Time (%) 1
Queuing Penalty (veh) 10
Storage Bay Dist (ft) 60
Storage Blk Time (%) 4 0
Queuing Penalty (veh) 31 0

Intersection: 8: East Butler Rd & Old Mill Rd

Movement EB EB WB SB SB

Directions Served L T TR L R
Maximum Queue (ft) 74 172 54 202 220
Average Queue (ft) 38 27 5 84 62
95th Queue (ft) 66 107 28 176 133
Link Distance (ft) 3551 256 833
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 150 200
Storage Blk Time (%) 0 2 0
Queuing Penalty (veh) 0 3 0
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East Butler Corridor 2040; Ex Geometry
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Intersection: 10: Bethel Dr & East Butler Rd

Movement EB WB WB NB NB

Directions Served TR L T L R
Maximum Queue (ft) 275 124 292 161 96
Average Queue (ft) 177 57 138 74 39
95th Queue (ft) 297 108 257 130 64
Link Distance (ft) 256 1688 798
Upstream Blk Time (%) 2
Queuing Penalty (veh) 15
Storage Bay Dist (ft) 100 150
Storage Blk Time (%) 1 7 1
Queuing Penalty (veh) 10 9 1

Network Summary

Network wide Queuing Penalty: 136
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations
Volume (veh/h) 5 772 110 73 596 131 394 87 164 50 8 5
Number 5 2 12 1 6 16 3 8 18 7 4 14
Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0
Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Adj Sat Flow, veh/h/ln 1863 1898 1900 1844 1933 1881 1824 1811 1824 1863 1863 1900
Adj Flow Rate, veh/h 5 813 116 77 627 142 415 95 173 54 9 5
Adj No. of Lanes 1 1 0 1 1 0 1 1 0 1 1 0
Peak Hour Factor 0.92 0.95 0.95 0.95 0.95 0.92 0.95 0.92 0.95 0.92 0.92 0.92
Percent Heavy Veh, % 2 0 0 2 1 1 0 2 2 2 2 2
Cap, veh/h 293 856 122 152 932 211 449 170 309 139 84 47
Arrive On Green 0.53 0.53 0.53 0.04 0.61 0.61 0.17 0.30 0.30 0.07 0.07 0.07
Sat Flow, veh/h 697 1625 232 1756 1527 346 1737 576 1048 1102 1126 626

Grp Volume(v), veh/h 5 0 929 77 0 769 415 0 268 54 0 14
Grp Sat Flow(s),veh/h/ln 697 0 1857 1756 0 1872 1737 0 1624 1102 0 1752
Q Serve(g_s), s 0.6 0.0 60.3 2.5 0.0 34.5 22.0 0.0 17.7 6.1 0.0 0.9
Cycle Q Clear(g_c), s 24.5 0.0 60.3 2.5 0.0 34.5 22.0 0.0 17.7 6.1 0.0 0.9
Prop In Lane 1.00 0.12 1.00 0.18 1.00 0.65 1.00 0.36
Lane Grp Cap(c), veh/h 293 0 978 152 0 1143 449 0 479 139 0 131
V/C Ratio(X) 0.02 0.00 0.95 0.51 0.00 0.67 0.92 0.00 0.56 0.39 0.00 0.11
Avail Cap(c_a), veh/h 293 0 978 212 0 1207 449 0 587 212 0 248
HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Upstream Filter(I) 1.00 0.00 1.00 1.00 0.00 1.00 1.00 0.00 1.00 1.00 0.00 1.00
Uniform Delay (d), s/veh 28.0 0.0 28.5 29.1 0.0 16.4 46.3 0.0 37.9 57.2 0.0 54.9
Incr Delay (d2), s/veh 0.1 0.0 19.0 2.6 0.0 1.4 24.8 0.0 1.0 1.8 0.0 0.4
Initial Q Delay(d3),s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
%ile BackOfQ(50%),veh/ln 0.1 0.0 35.9 1.6 0.0 18.2 16.2 0.0 8.1 1.9 0.0 0.5
LnGrp Delay(d),s/veh 28.1 0.0 47.5 31.7 0.0 17.8 71.2 0.0 38.9 59.0 0.0 55.2
LnGrp LOS C D C B E D E E

Approach Vol, veh/h 934 846 683 68
Approach Delay, s/veh 47.4 19.0 58.5 58.2
Approach LOS D B E E

Timer 1 2 3 4 5 6 7 8

Assigned Phs 1 2 3 4 6 8
Phs Duration (G+Y+Rc), s 10.7 73.0 28.0 15.5 83.7 43.5
Change Period (Y+Rc), s 6.0 6.0 6.0 6.0 6.0 6.0
Max Green Setting (Gmax), s 9.0 67.0 22.0 18.0 82.0 46.0
Max Q Clear Time (g_c+I1), s 4.5 62.3 24.0 8.1 36.5 19.7
Green Ext Time (p_c), s 0.1 3.9 0.0 1.3 19.8 2.0

Intersection Summary

HCM 2010 Ctrl Delay 41.2
HCM 2010 LOS D
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Intersection

Int Delay, s/veh 14

Movement EBT EBR WBL WBT NBL NBR

Vol, veh/h 717 42 196 758 8 389
Conflicting Peds, #/hr 0 0 0 0 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length - - 170 - 50 0
Veh in Median Storage, # 0 - - 0 0 -
Grade, % -3 - - 2 -3 -
Peak Hour Factor 94 94 94 94 94 94
Heavy Vehicles, % 0 0 1 1 0 0
Mvmt Flow 763 45 209 806 9 414

Major/Minor Major1 Major2 Minor1

Conflicting Flow All 0 0 807 0 2008 785
Stage 1 - - - - 785 -
Stage 2 - - - - 1223 -

Critical Hdwy - - 4.11 - 5.8 5.9
Critical Hdwy Stg 1 - - - - 4.8 -
Critical Hdwy Stg 2 - - - - 4.8 -
Follow-up Hdwy - - 2.209 - 3.5 3.3
Pot Cap-1 Maneuver - - 822 - 92 423

Stage 1 - - - - 516 -
Stage 2 - - - - 344 -

Platoon blocked, % - - -
Mov Cap-1 Maneuver - - 822 - 69 423
Mov Cap-2 Maneuver - - - - 184 -

Stage 1 - - - - 516 -
Stage 2 - - - - 257 -

Approach EB WB NB

HCM Control Delay, s 0 2.2 69.1
HCM LOS F

Minor Lane/Major Mvmt NBLn1 NBLn2 EBT EBR WBL WBT

Capacity (veh/h) 184 423 - - 822 -
HCM Lane V/C Ratio 0.046 0.978 - - 0.254 -
HCM Control Delay (s) 25.5 70 - - 10.9 -
HCM Lane LOS D F - - B -
HCM 95th %tile Q(veh) 0.1 11.9 - - 1 -
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Intersection

Int Delay, s/veh 6.8

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Vol, veh/h 118 1026 28 5 945 14 5 6 12 5 0 68
Conflicting Peds, #/hr 0 0 0 0 0 0 0 0 0 0 0 0
Sign Control Free Free Free Free Free Free Stop Stop Stop Stop Stop Stop
RT Channelized - - None - - None - - None - - None
Storage Length 170 - - 50 - - - - - - - -
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - -1 - - 0 - - 0 - - 0 -
Peak Hour Factor 90 90 90 90 90 90 90 90 90 90 90 90
Heavy Vehicles, % 0 0 0 0 0 0 0 0 11 0 0 2
Mvmt Flow 131 1140 31 6 1050 16 6 7 13 6 0 76

Major/Minor Major1 Major2 Minor1 Minor2

Conflicting Flow All 1066 0 0 1171 0 0 2525 2495 1156 2497 2502 1058
Stage 1 - - - - - - 1418 1418 - 1069 1069 -
Stage 2 - - - - - - 1107 1077 - 1428 1433 -

Critical Hdwy 4.1 - - 4.1 - - 7.1 6.5 6.31 7.1 6.5 6.22
Critical Hdwy Stg 1 - - - - - - 6.1 5.5 - 6.1 5.5 -
Critical Hdwy Stg 2 - - - - - - 6.1 5.5 - 6.1 5.5 -
Follow-up Hdwy 2.2 - - 2.2 - - 3.5 4 3.399 3.5 4 3.318
Pot Cap-1 Maneuver 661 - - 604 - - 19 29 229 20 29 273

Stage 1 - - - - - - 171 205 - 270 300 -
Stage 2 - - - - - - 257 298 - 169 201 -

Platoon blocked, % - - - -
Mov Cap-1 Maneuver 661 - - 604 - - 12 23 229 12 23 273
Mov Cap-2 Maneuver - - - - - - 12 23 - 12 23 -

Stage 1 - - - - - - 137 164 - 216 297 -
Stage 2 - - - - - - 184 295 - 122 161 -

Approach EB WB NB SB

HCM Control Delay, s 1.2 0.1 278.3 98.4
HCM LOS F F

Minor Lane/Major Mvmt NBLn1 EBL EBT EBR WBL WBT WBR SBLn1

Capacity (veh/h) 32 661 - - 604 - - 110
HCM Lane V/C Ratio 0.799 0.198 - - 0.009 - - 0.737
HCM Control Delay (s) 278.3 11.8 - - 11 - - 98.4
HCM Lane LOS F B - - B - - F
HCM 95th %tile Q(veh) 2.7 0.7 - - 0 - - 4
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Intersection

Int Delay, s/veh 2.2

Movement EBL EBT WBT WBR SBL SBR

Vol, veh/h 168 880 869 5 5 100
Conflicting Peds, #/hr 0 0 0 0 1 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length 150 - - - 0 200
Veh in Median Storage, # - 0 0 - 0 -
Grade, % - 0 0 - 0 -
Peak Hour Factor 96 96 96 96 96 96
Heavy Vehicles, % 0 0 1 0 2 0
Mvmt Flow 175 917 905 5 5 104

Major/Minor Major1 Major2 Minor2

Conflicting Flow All 911 0 - 0 2176 909
Stage 1 - - - - 909 -
Stage 2 - - - - 1267 -

Critical Hdwy 4.1 - - - 6.42 6.2
Critical Hdwy Stg 1 - - - - 5.42 -
Critical Hdwy Stg 2 - - - - 5.42 -
Follow-up Hdwy 2.2 - - - 3.518 3.3
Pot Cap-1 Maneuver 756 - - - 51 336

Stage 1 - - - - 393 -
Stage 2 - - - - 265 -

Platoon blocked, % - - -
Mov Cap-1 Maneuver 756 - - - 39 336
Mov Cap-2 Maneuver - - - - 39 -

Stage 1 - - - - 393 -
Stage 2 - - - - 204 -

Approach EB WB SB

HCM Control Delay, s 1.8 0 24.8
HCM LOS C

Minor Lane/Major Mvmt EBL EBT WBT WBR SBLn1 SBLn2

Capacity (veh/h) 756 - - - 39 336
HCM Lane V/C Ratio 0.231 - - - 0.134 0.31
HCM Control Delay (s) 11.2 - - - 111.1 20.5
HCM Lane LOS B - - - F C
HCM 95th %tile Q(veh) 0.9 - - - 0.4 1.3
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Intersection

Int Delay, s/veh 4.1

Movement EBL EBR NBL NBT SBT SBR

Vol, veh/h 168 5 5 218 58 100
Conflicting Peds, #/hr 0 0 0 0 0 0
Sign Control Stop Stop Free Free Free Free
RT Channelized - None - None - None
Storage Length 0 - - - - -
Veh in Median Storage, # 0 - - 0 0 -
Grade, % 0 - - 0 0 -
Peak Hour Factor 92 92 92 92 92 92
Heavy Vehicles, % 0 0 0 0 0 0
Mvmt Flow 183 5 5 237 63 109

Major/Minor Minor2 Major1 Major2

Conflicting Flow All 365 117 172 0 - 0
Stage 1 117 - - - - -
Stage 2 248 - - - - -

Critical Hdwy 6.4 6.2 4.1 - - -
Critical Hdwy Stg 1 5.4 - - - - -
Critical Hdwy Stg 2 5.4 - - - - -
Follow-up Hdwy 3.5 3.3 2.2 - - -
Pot Cap-1 Maneuver 639 941 1417 - - -

Stage 1 913 - - - - -
Stage 2 798 - - - - -

Platoon blocked, % - - -
Mov Cap-1 Maneuver 636 941 1417 - - -
Mov Cap-2 Maneuver 636 - - - - -

Stage 1 913 - - - - -
Stage 2 795 - - - - -

Approach EB NB SB

HCM Control Delay, s 12.9 0.2 0
HCM LOS B

Minor Lane/Major Mvmt NBL NBT EBLn1 SBT SBR

Capacity (veh/h) 1417 - 642 - -
HCM Lane V/C Ratio 0.004 - 0.293 - -
HCM Control Delay (s) 7.5 0 12.9 - -
HCM Lane LOS A A B - -
HCM 95th %tile Q(veh) 0 - 1.2 - -



Queuing and Blocking Report AM Peak Hour

East Butler Corridor 2040; Revised

C:\Users\GGSprague\Documents\Project Folders\East Butler Corridor Project\E Butler Syn\EBamftrev.syn SimTraffic Report
GGS 102315 Page 1

Intersection: 3: Owens Ln & East Butler Rd

Movement EB WB WB NB NB

Directions Served TR L T L R
Maximum Queue (ft) 58 141 124 75 636
Average Queue (ft) 7 70 12 16 447
95th Queue (ft) 31 125 87 63 825
Link Distance (ft) 471 187 741
Upstream Blk Time (%) 0 15
Queuing Penalty (veh) 2 0
Storage Bay Dist (ft) 170 50
Storage Blk Time (%) 0 0 3 93
Queuing Penalty (veh) 0 1 13 7

Intersection: 5: Fairfield Dr/Murray Dr & East Butler Rd

Movement EB WB WB NB SB

Directions Served L L TR LTR LTR
Maximum Queue (ft) 89 28 51 161 166
Average Queue (ft) 40 3 4 52 51
95th Queue (ft) 74 17 37 163 114
Link Distance (ft) 3552 672 504
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 170 50
Storage Blk Time (%) 0
Queuing Penalty (veh) 0

Intersection: 8: East Butler Rd & Old Mill Rd

Movement EB EB WB SB SB

Directions Served L T TR L R
Maximum Queue (ft) 174 1447 65 81 75
Average Queue (ft) 105 846 3 37 43
95th Queue (ft) 216 1492 24 88 70
Link Distance (ft) 3552 253 686
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 150 200
Storage Blk Time (%) 0 39
Queuing Penalty (veh) 0 66
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Intersection: 9: Old Mill Rd

Movement EB NB

Directions Served LR LT
Maximum Queue (ft) 104 27
Average Queue (ft) 42 1
95th Queue (ft) 74 11
Link Distance (ft) 686 558
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft)
Storage Blk Time (%)
Queuing Penalty (veh)

Intersection: 10: Bethel Dr & East Butler Rd

Movement EB EB WB WB NB NB SB SB

Directions Served L TR L TR L TR L TR
Maximum Queue (ft) 68 271 125 547 175 795 124 46
Average Queue (ft) 8 263 69 300 173 488 55 13
95th Queue (ft) 43 273 136 482 178 797 105 39
Link Distance (ft) 253 1685 797 558
Upstream Blk Time (%) 36 4
Queuing Penalty (veh) 320 0
Storage Bay Dist (ft) 100 100 150 150
Storage Blk Time (%) 47 5 27 47 10 0
Queuing Penalty (veh) 2 38 19 119 39 0

Network Summary

Network wide Queuing Penalty: 627
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Movement EBT EBR WBL WBT NBL NBR

Lane Configurations
Volume (veh/h) 536 211 130 721 130 93
Number 2 12 1 6 3 18
Initial Q (Qb), veh 0 0 0 0 0 0
Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00
Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00
Adj Sat Flow, veh/h/ln 1900 1900 1881 1937 1824 1824
Adj Flow Rate, veh/h 583 229 141 784 141 101
Adj No. of Lanes 1 0 1 1 1 1
Peak Hour Factor 0.92 0.92 0.92 0.92 0.92 0.92
Percent Heavy Veh, % 0 0 0 1 0 0
Cap, veh/h 735 289 363 1387 198 280
Arrive On Green 0.57 0.57 0.07 0.72 0.11 0.11
Sat Flow, veh/h 1299 510 1791 1937 1737 1550

Grp Volume(v), veh/h 0 812 141 784 141 101
Grp Sat Flow(s),veh/h/ln 0 1810 1791 1937 1737 1550
Q Serve(g_s), s 0.0 25.0 2.1 13.6 5.5 4.0
Cycle Q Clear(g_c), s 0.0 25.0 2.1 13.6 5.5 4.0
Prop In Lane 0.28 1.00 1.00 1.00
Lane Grp Cap(c), veh/h 0 1023 363 1387 198 280
V/C Ratio(X) 0.00 0.79 0.39 0.57 0.71 0.36
Avail Cap(c_a), veh/h 0 1023 473 1506 565 607
HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00
Upstream Filter(I) 0.00 1.00 1.00 1.00 1.00 1.00
Uniform Delay (d), s/veh 0.0 12.1 11.0 4.8 30.2 25.4
Incr Delay (d2), s/veh 0.0 6.3 0.7 0.4 4.7 0.8
Initial Q Delay(d3),s/veh 0.0 0.0 0.0 0.0 0.0 0.0
%ile BackOfQ(50%),veh/ln 0.0 14.2 1.4 7.3 2.9 1.8
LnGrp Delay(d),s/veh 0.0 18.5 11.6 5.2 34.9 26.2
LnGrp LOS B B A C C

Approach Vol, veh/h 812 925 242
Approach Delay, s/veh 18.5 6.2 31.3
Approach LOS B A C

Timer 1 2 3 4 5 6 7 8

Assigned Phs 1 2 6 8
Phs Duration (G+Y+Rc), s 10.7 46.0 56.7 14.1
Change Period (Y+Rc), s 6.0 6.0 6.0 6.0
Max Green Setting (Gmax), s 9.0 40.0 55.0 23.0
Max Q Clear Time (g_c+I1), s 4.1 27.0 15.6 7.5
Green Ext Time (p_c), s 0.1 8.6 16.5 0.6

Intersection Summary

HCM 2010 Ctrl Delay 14.3
HCM 2010 LOS B
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Intersection

Int Delay, s/veh 3.7

Movement EBT EBR WBL WBT NBL NBR

Vol, veh/h 592 30 314 653 1 194
Conflicting Peds, #/hr 0 3 3 0 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length - - 90 - 50 0
Veh in Median Storage, # 0 - - 0 0 -
Grade, % -3 - - 2 -3 -
Peak Hour Factor 98 98 98 98 98 98
Heavy Vehicles, % 0 0 0 1 0 0
Mvmt Flow 604 31 320 666 1 198

Major/Minor Major1 Major2 Minor1

Conflicting Flow All 0 0 635 0 1926 622
Stage 1 - - - - 619 -
Stage 2 - - - - 1307 -

Critical Hdwy - - 4.1 - 5.8 5.9
Critical Hdwy Stg 1 - - - - 4.8 -
Critical Hdwy Stg 2 - - - - 4.8 -
Follow-up Hdwy - - 2.2 - 3.5 3.3
Pot Cap-1 Maneuver - - 958 - 102 516

Stage 1 - - - - 600 -
Stage 2 - - - - 318 -

Platoon blocked, % - - -
Mov Cap-1 Maneuver - - 955 - 68 515
Mov Cap-2 Maneuver - - - - 165 -

Stage 1 - - - - 600 -
Stage 2 - - - - 211 -

Approach EB WB NB

HCM Control Delay, s 0 3.5 16.4
HCM LOS C

Minor Lane/Major Mvmt NBLn1 NBLn2 EBT EBR WBL WBT

Capacity (veh/h) 165 515 - - 955 -
HCM Lane V/C Ratio 0.006 0.384 - - 0.336 -
HCM Control Delay (s) 27 16.3 - - 10.7 -
HCM Lane LOS D C - - B -
HCM 95th %tile Q(veh) 0 1.8 - - 1.5 -
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Intersection

Int Delay, s/veh 2.9

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Vol, veh/h 64 734 16 2 1018 9 4 0 1 5 2 95
Conflicting Peds, #/hr 0 0 2 2 0 0 0 0 0 0 0 0
Sign Control Free Free Free Free Free Free Stop Stop Stop Stop Stop Stop
RT Channelized - - None - - None - - None - - None
Storage Length 60 - - 50 - - - - - - - -
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - -1 - - 0 - - 0 - - 0 -
Peak Hour Factor 96 96 96 96 96 96 96 96 96 96 96 96
Heavy Vehicles, % 2 0 0 0 0 0 0 0 0 0 0 0
Mvmt Flow 67 765 17 2 1060 9 4 0 1 5 2 99

Major/Minor Major1 Major2 Minor1 Minor2

Conflicting Flow All 1070 0 0 781 0 0 2026 1980 775 1976 1984 1067
Stage 1 - - - - - - 906 906 - 1069 1069 -
Stage 2 - - - - - - 1120 1074 - 907 915 -

Critical Hdwy 4.12 - - 4.1 - - 7.1 6.5 6.2 7.1 6.5 6.2
Critical Hdwy Stg 1 - - - - - - 6.1 5.5 - 6.1 5.5 -
Critical Hdwy Stg 2 - - - - - - 6.1 5.5 - 6.1 5.5 -
Follow-up Hdwy 2.218 - - 2.2 - - 3.5 4 3.3 3.5 4 3.3
Pot Cap-1 Maneuver 651 - - 845 - - 43 62 401 47 62 272

Stage 1 - - - - - - 333 358 - 270 300 -
Stage 2 - - - - - - 253 299 - 333 354 -

Platoon blocked, % - - - -
Mov Cap-1 Maneuver 650 - - 843 - - 24 55 400 43 55 271
Mov Cap-2 Maneuver - - - - - - 24 55 - 43 55 -

Stage 1 - - - - - - 299 321 - 242 299 -
Stage 2 - - - - - - 159 298 - 297 318 -

Approach EB WB NB SB

HCM Control Delay, s 0.9 0 148.7 40.7
HCM LOS F E

Minor Lane/Major Mvmt NBLn1 EBL EBT EBR WBL WBT WBR SBLn1

Capacity (veh/h) 30 650 - - 843 - - 203
HCM Lane V/C Ratio 0.174 0.103 - - 0.002 - - 0.523
HCM Control Delay (s) 148.7 11.2 - - 9.3 - - 40.7
HCM Lane LOS F B - - A - - E
HCM 95th %tile Q(veh) 0.5 0.3 - - 0 - - 2.7
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Intersection

Int Delay, s/veh 11.3

Movement EBL EBT WBT WBR SBL SBR

Vol, veh/h 91 658 712 66 85 144
Conflicting Peds, #/hr 1 0 0 1 1 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length 150 - - - 0 200
Veh in Median Storage, # - 0 0 - 0 -
Grade, % - 0 0 - 0 -
Peak Hour Factor 93 93 93 93 93 93
Heavy Vehicles, % 0 0 1 0 0 0
Mvmt Flow 98 708 766 71 91 155

Major/Minor Major1 Major2 Minor2

Conflicting Flow All 838 0 - 0 1705 803
Stage 1 - - - - 802 -
Stage 2 - - - - 903 -

Critical Hdwy 4.1 - - - 6.4 6.2
Critical Hdwy Stg 1 - - - - 5.4 -
Critical Hdwy Stg 2 - - - - 5.4 -
Follow-up Hdwy 2.2 - - - 3.5 3.3
Pot Cap-1 Maneuver 805 - - - 102 387

Stage 1 - - - - 445 -
Stage 2 - - - - 399 -

Platoon blocked, % - - -
Mov Cap-1 Maneuver 804 - - - ~ 89 386
Mov Cap-2 Maneuver - - - - ~ 89 -

Stage 1 - - - - 445 -
Stage 2 - - - - 350 -

Approach EB WB SB

HCM Control Delay, s 1.2 0 82.8
HCM LOS F

Minor Lane/Major Mvmt EBL EBT WBT WBR SBLn1 SBLn2

Capacity (veh/h) 804 - - - 89 386
HCM Lane V/C Ratio 0.122 - - - 1.027 0.401
HCM Control Delay (s) 10.1 - - - 188.4 20.4
HCM Lane LOS B - - - F C
HCM 95th %tile Q(veh) 0.4 - - - 6 1.9

Notes

~: Volume exceeds capacity $: Delay exceeds 300s +: Computation Not Defined *: All major volume in platoon
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Intersection: 3: Owens Ln & East Butler Rd

Movement EB WB WB NB NB

Directions Served TR L T L R
Maximum Queue (ft) 52 113 194 10 139
Average Queue (ft) 5 67 13 0 58
95th Queue (ft) 26 108 85 6 105
Link Distance (ft) 471 187 747
Upstream Blk Time (%) 0
Queuing Penalty (veh) 3
Storage Bay Dist (ft) 90 50
Storage Blk Time (%) 4 14
Queuing Penalty (veh) 29 0

Intersection: 5: Fairfield Dr/Murray Dr & East Butler Rd

Movement EB WB WB NB SB

Directions Served L L TR LTR LTR
Maximum Queue (ft) 65 9 60 44 180
Average Queue (ft) 31 0 2 7 66
95th Queue (ft) 56 5 26 28 141
Link Distance (ft) 3551 678 504
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 60 50
Storage Blk Time (%) 1 0
Queuing Penalty (veh) 8 0

Intersection: 8: East Butler Rd & Old Mill Rd

Movement EB EB WB SB SB

Directions Served L T TR L R
Maximum Queue (ft) 74 111 26 217 183
Average Queue (ft) 35 15 1 92 56
95th Queue (ft) 66 68 12 192 135
Link Distance (ft) 3551 256 833
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 150 200
Storage Blk Time (%) 0 5 0
Queuing Penalty (veh) 0 7 0
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Intersection: 10: Bethel Dr & East Butler Rd

Movement EB WB WB NB NB

Directions Served TR L T L R
Maximum Queue (ft) 273 124 282 157 79
Average Queue (ft) 196 61 109 73 35
95th Queue (ft) 303 111 214 125 62
Link Distance (ft) 256 1688 798
Upstream Blk Time (%) 3
Queuing Penalty (veh) 20
Storage Bay Dist (ft) 100 150
Storage Blk Time (%) 0 6 0
Queuing Penalty (veh) 3 7 0

Network Summary

Network wide Queuing Penalty: 77
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Movement EBT EBR WBL WBT NBL NBR

Lane Configurations
Volume (veh/h) 687 271 167 925 167 119
Number 2 12 1 6 3 18
Initial Q (Qb), veh 0 0 0 0 0 0
Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00
Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00
Adj Sat Flow, veh/h/ln 1900 1900 1881 1937 1824 1824
Adj Flow Rate, veh/h 747 295 182 1005 182 129
Adj No. of Lanes 1 0 1 1 1 1
Peak Hour Factor 0.92 0.92 0.92 0.92 0.92 0.92
Percent Heavy Veh, % 0 0 0 1 0 0
Cap, veh/h 793 313 230 1427 226 292
Arrive On Green 0.61 0.61 0.06 0.74 0.13 0.13
Sat Flow, veh/h 1297 512 1791 1937 1737 1550

Grp Volume(v), veh/h 0 1042 182 1005 182 129
Grp Sat Flow(s),veh/h/ln 0 1810 1791 1937 1737 1550
Q Serve(g_s), s 0.0 47.4 3.1 25.6 9.2 6.6
Cycle Q Clear(g_c), s 0.0 47.4 3.1 25.6 9.2 6.6
Prop In Lane 0.28 1.00 1.00 1.00
Lane Grp Cap(c), veh/h 0 1107 230 1427 226 292
V/C Ratio(X) 0.00 0.94 0.79 0.70 0.81 0.44
Avail Cap(c_a), veh/h 0 1107 305 1508 348 401
HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00
Upstream Filter(I) 0.00 1.00 1.00 1.00 1.00 1.00
Uniform Delay (d), s/veh 0.0 16.0 21.9 6.5 38.0 32.3
Incr Delay (d2), s/veh 0.0 16.2 9.8 1.4 7.7 1.1
Initial Q Delay(d3),s/veh 0.0 0.0 0.0 0.0 0.0 0.0
%ile BackOfQ(50%),veh/ln 0.0 28.4 3.5 14.0 4.9 2.9
LnGrp Delay(d),s/veh 0.0 32.2 31.6 7.9 45.7 33.4
LnGrp LOS C C A D C

Approach Vol, veh/h 1042 1187 311
Approach Delay, s/veh 32.2 11.5 40.6
Approach LOS C B D

Timer 1 2 3 4 5 6 7 8

Assigned Phs 1 2 6 8
Phs Duration (G+Y+Rc), s 11.2 61.0 72.2 17.7
Change Period (Y+Rc), s 6.0 6.0 6.0 6.0
Max Green Setting (Gmax), s 9.0 55.0 70.0 18.0
Max Q Clear Time (g_c+I1), s 5.1 49.4 27.6 11.2
Green Ext Time (p_c), s 0.2 5.0 26.6 0.5

Intersection Summary

HCM 2010 Ctrl Delay 23.6
HCM 2010 LOS C
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Intersection

Int Delay, s/veh 5.3

Movement EBT EBR WBL WBT NBL NBR

Vol, veh/h 759 38 403 837 1 249
Conflicting Peds, #/hr 0 3 3 0 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length - - 90 - 50 0
Veh in Median Storage, # 0 - - 0 0 -
Grade, % -3 - - 2 -3 -
Peak Hour Factor 98 98 98 98 98 98
Heavy Vehicles, % 0 0 0 1 0 0
Mvmt Flow 774 39 411 854 1 254

Major/Minor Major1 Major2 Minor1

Conflicting Flow All 0 0 813 0 2471 797
Stage 1 - - - - 794 -
Stage 2 - - - - 1677 -

Critical Hdwy - - 4.1 - 5.8 5.9
Critical Hdwy Stg 1 - - - - 4.8 -
Critical Hdwy Stg 2 - - - - 4.8 -
Follow-up Hdwy - - 2.2 - 3.5 3.3
Pot Cap-1 Maneuver - - 823 - 51 416

Stage 1 - - - - 512 -
Stage 2 - - - - 223 -

Platoon blocked, % - - -
Mov Cap-1 Maneuver - - 821 - 25 415
Mov Cap-2 Maneuver - - - - 90 -

Stage 1 - - - - 512 -
Stage 2 - - - - 111 -

Approach EB WB NB

HCM Control Delay, s 0 4.5 26.5
HCM LOS D

Minor Lane/Major Mvmt NBLn1 NBLn2 EBT EBR WBL WBT

Capacity (veh/h) 90 415 - - 821 -
HCM Lane V/C Ratio 0.011 0.612 - - 0.501 -
HCM Control Delay (s) 45.5 26.4 - - 13.7 -
HCM Lane LOS E D - - B -
HCM 95th %tile Q(veh) 0 4 - - 2.9 -
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Intersection

Int Delay, s/veh 16

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Vol, veh/h 82 941 21 3 1305 12 5 0 1 6 3 122
Conflicting Peds, #/hr 0 0 2 2 0 0 0 0 0 0 0 0
Sign Control Free Free Free Free Free Free Stop Stop Stop Stop Stop Stop
RT Channelized - - None - - None - - None - - None
Storage Length 60 - - 50 - - - - - - - -
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - -1 - - 0 - - 0 - - 0 -
Peak Hour Factor 96 96 96 96 96 96 96 96 96 96 96 96
Heavy Vehicles, % 2 0 0 0 0 0 0 0 0 0 0 0
Mvmt Flow 85 980 22 3 1359 12 5 0 1 6 3 127

Major/Minor Major1 Major2 Minor1 Minor2

Conflicting Flow All 1372 0 0 1002 0 0 2599 2540 993 2535 2545 1368
Stage 1 - - - - - - 1162 1162 - 1372 1372 -
Stage 2 - - - - - - 1437 1378 - 1163 1173 -

Critical Hdwy 4.12 - - 4.1 - - 7.1 6.5 6.2 7.1 6.5 6.2
Critical Hdwy Stg 1 - - - - - - 6.1 5.5 - 6.1 5.5 -
Critical Hdwy Stg 2 - - - - - - 6.1 5.5 - 6.1 5.5 -
Follow-up Hdwy 2.218 - - 2.2 - - 3.5 4 3.3 3.5 4 3.3
Pot Cap-1 Maneuver 500 - - 699 - - 17 28 300 19 27 181

Stage 1 - - - - - - 240 272 - 182 216 -
Stage 2 - - - - - - 167 214 - 239 268 -

Platoon blocked, % - - - -
Mov Cap-1 Maneuver 499 - - 698 - - ~ 4 23 299 16 22 181
Mov Cap-2 Maneuver - - - - - - ~ 4 23 - 16 22 -

Stage 1 - - - - - - 199 226 - 151 215 -
Stage 2 - - - - - - 49 213 - 197 222 -

Approach EB WB NB SB

HCM Control Delay, s 1.1 0 $ 1420.1 232.6
HCM LOS F F

Minor Lane/Major Mvmt NBLn1 EBL EBT EBR WBL WBT WBR SBLn1

Capacity (veh/h) 5 499 - - 698 - - 111
HCM Lane V/C Ratio 1.25 0.171 - - 0.004 - - 1.229
HCM Control Delay (s) $ 1420.1 13.7 - - 10.2 - - 232.6
HCM Lane LOS F B - - B - - F
HCM 95th %tile Q(veh) 1.6 0.6 - - 0 - - 8.9

Notes

~: Volume exceeds capacity $: Delay exceeds 300s +: Computation Not Defined *: All major volume in platoon
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Intersection

Int Delay, s/veh 54.7

Movement EBL EBT WBT WBR SBL SBR

Vol, veh/h 117 844 913 85 109 185
Conflicting Peds, #/hr 1 0 0 1 1 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length 150 - - - 0 200
Veh in Median Storage, # - 0 0 - 0 -
Grade, % - 0 0 - 0 -
Peak Hour Factor 93 93 93 93 93 93
Heavy Vehicles, % 0 0 1 0 0 0
Mvmt Flow 126 908 982 91 117 199

Major/Minor Major1 Major2 Minor2

Conflicting Flow All 1074 0 - 0 2187 1029
Stage 1 - - - - 1028 -
Stage 2 - - - - 1159 -

Critical Hdwy 4.1 - - - 6.4 6.2
Critical Hdwy Stg 1 - - - - 5.4 -
Critical Hdwy Stg 2 - - - - 5.4 -
Follow-up Hdwy 2.2 - - - 3.5 3.3
Pot Cap-1 Maneuver 657 - - - ~ 51 286

Stage 1 - - - - 348 -
Stage 2 - - - - 301 -

Platoon blocked, % - - -
Mov Cap-1 Maneuver 656 - - - ~ 41 286
Mov Cap-2 Maneuver - - - - ~ 41 -

Stage 1 - - - - 348 -
Stage 2 - - - - 243 -

Approach EB WB SB

HCM Control Delay, s 1.4 0 $ 414.8
HCM LOS F

Minor Lane/Major Mvmt EBL EBT WBT WBR SBLn1 SBLn2

Capacity (veh/h) 656 - - - 41 286
HCM Lane V/C Ratio 0.192 - - - 2.859 0.696
HCM Control Delay (s) 11.8 - - -$ 1047.5 42
HCM Lane LOS B - - - F E
HCM 95th %tile Q(veh) 0.7 - - - 12.9 4.8

Notes

~: Volume exceeds capacity $: Delay exceeds 300s +: Computation Not Defined *: All major volume in platoon
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Intersection: 3: Owens Ln & East Butler Rd

Movement EB WB WB NB

Directions Served TR L T R
Maximum Queue (ft) 211 114 209 303
Average Queue (ft) 19 93 78 119
95th Queue (ft) 123 130 232 272
Link Distance (ft) 471 187 747
Upstream Blk Time (%) 0 4
Queuing Penalty (veh) 0 60
Storage Bay Dist (ft) 90
Storage Blk Time (%) 19 0 48
Queuing Penalty (veh) 160 0 0

Intersection: 5: Fairfield Dr/Murray Dr & East Butler Rd

Movement EB EB WB WB NB SB

Directions Served L TR L TR LTR LTR
Maximum Queue (ft) 83 188 9 1121 52 519
Average Queue (ft) 44 16 1 148 16 491
95th Queue (ft) 80 94 7 737 49 607
Link Distance (ft) 187 3551 678 504
Upstream Blk Time (%) 1 83
Queuing Penalty (veh) 5 0
Storage Bay Dist (ft) 60 50
Storage Blk Time (%) 10 0 7
Queuing Penalty (veh) 97 0 0

Intersection: 8: East Butler Rd & Old Mill Rd

Movement EB EB WB SB SB

Directions Served L T TR L R
Maximum Queue (ft) 174 331 59 848 225
Average Queue (ft) 61 100 6 779 102
95th Queue (ft) 128 264 33 1043 279
Link Distance (ft) 3551 256 833
Upstream Blk Time (%) 84
Queuing Penalty (veh) 0
Storage Bay Dist (ft) 150 200
Storage Blk Time (%) 5 96 2
Queuing Penalty (veh) 5 178 2
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Intersection: 10: Bethel Dr & East Butler Rd

Movement EB WB WB NB NB

Directions Served TR L T L R
Maximum Queue (ft) 273 125 605 240 155
Average Queue (ft) 246 82 229 113 54
95th Queue (ft) 316 135 461 183 113
Link Distance (ft) 256 1688 798
Upstream Blk Time (%) 11
Queuing Penalty (veh) 100
Storage Bay Dist (ft) 100 150
Storage Blk Time (%) 12 13 4 0
Queuing Penalty (veh) 112 22 4 0

Network Summary

Network wide Queuing Penalty: 748
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Lane Configurations
Volume (veh/h) 5 609 240 167 853 72 154 13 119 78 31 5
Number 5 2 12 1 6 16 3 8 18 7 4 14
Initial Q (Qb), veh 0 0 0 0 0 0 0 0 0 0 0 0
Ped-Bike Adj(A_pbT) 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Parking Bus, Adj 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Adj Sat Flow, veh/h/ln 1863 1900 1900 1881 1935 1881 1824 1820 1824 1863 1863 1900
Adj Flow Rate, veh/h 5 662 261 182 927 78 167 14 129 85 34 5
Adj No. of Lanes 1 1 0 1 1 0 1 1 0 1 1 0
Peak Hour Factor 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92 0.92
Percent Heavy Veh, % 2 0 0 0 1 1 0 2 2 2 2 2
Cap, veh/h 225 734 289 228 1180 99 325 36 335 166 142 21
Arrive On Green 0.57 0.57 0.57 0.06 0.67 0.67 0.10 0.24 0.24 0.09 0.09 0.09
Sat Flow, veh/h 558 1298 512 1791 1761 148 1737 153 1414 1235 1588 234

Grp Volume(v), veh/h 5 0 923 182 0 1005 167 0 143 85 0 39
Grp Sat Flow(s),veh/h/ln 558 0 1810 1791 0 1909 1737 0 1567 1235 0 1822
Q Serve(g_s), s 0.8 0.0 58.4 5.3 0.0 47.4 10.9 0.0 9.9 8.7 0.0 2.6
Cycle Q Clear(g_c), s 34.7 0.0 58.4 5.3 0.0 47.4 10.9 0.0 9.9 8.7 0.0 2.6
Prop In Lane 1.00 0.28 1.00 0.08 1.00 0.90 1.00 0.13
Lane Grp Cap(c), veh/h 225 0 1023 228 0 1279 325 0 372 166 0 163
V/C Ratio(X) 0.02 0.00 0.90 0.80 0.00 0.79 0.51 0.00 0.38 0.51 0.00 0.24
Avail Cap(c_a), veh/h 225 0 1023 291 0 1346 391 0 510 228 0 254
HCM Platoon Ratio 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Upstream Filter(I) 1.00 0.00 1.00 1.00 0.00 1.00 1.00 0.00 1.00 1.00 0.00 1.00
Uniform Delay (d), s/veh 31.7 0.0 24.9 28.4 0.0 14.9 45.1 0.0 41.3 57.5 0.0 54.7
Incr Delay (d2), s/veh 0.2 0.0 12.6 11.4 0.0 3.0 1.3 0.0 0.7 2.4 0.0 0.7
Initial Q Delay(d3),s/veh 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
%ile BackOfQ(50%),veh/ln 0.1 0.0 32.5 4.5 0.0 25.9 5.3 0.0 4.4 3.1 0.0 1.3
LnGrp Delay(d),s/veh 31.8 0.0 37.4 39.8 0.0 17.9 46.3 0.0 42.0 59.9 0.0 55.4
LnGrp LOS C D D B D D E E

Approach Vol, veh/h 928 1187 310 124
Approach Delay, s/veh 37.4 21.2 44.3 58.5
Approach LOS D C D E

Timer 1 2 3 4 5 6 7 8

Assigned Phs 1 2 3 4 6 8
Phs Duration (G+Y+Rc), s 13.5 79.0 19.1 17.5 92.5 36.6
Change Period (Y+Rc), s 6.0 6.0 6.0 6.0 6.0 6.0
Max Green Setting (Gmax), s 12.0 73.0 18.0 18.0 91.0 42.0
Max Q Clear Time (g_c+I1), s 7.3 60.4 12.9 10.7 49.4 11.9
Green Ext Time (p_c), s 0.2 10.1 0.2 0.7 23.9 1.4

Intersection Summary

HCM 2010 Ctrl Delay 31.7
HCM 2010 LOS C
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Intersection

Int Delay, s/veh 5.3

Movement EBT EBR WBL WBT NBL NBR

Vol, veh/h 759 38 403 837 1 249
Conflicting Peds, #/hr 0 3 3 0 0 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length - - 170 - 50 0
Veh in Median Storage, # 0 - - 0 0 -
Grade, % -3 - - 2 -3 -
Peak Hour Factor 98 98 98 98 98 98
Heavy Vehicles, % 0 0 0 1 0 0
Mvmt Flow 774 39 411 854 1 254

Major/Minor Major1 Major2 Minor1

Conflicting Flow All 0 0 813 0 2471 797
Stage 1 - - - - 794 -
Stage 2 - - - - 1677 -

Critical Hdwy - - 4.1 - 5.8 5.9
Critical Hdwy Stg 1 - - - - 4.8 -
Critical Hdwy Stg 2 - - - - 4.8 -
Follow-up Hdwy - - 2.2 - 3.5 3.3
Pot Cap-1 Maneuver - - 823 - 51 416

Stage 1 - - - - 512 -
Stage 2 - - - - 223 -

Platoon blocked, % - - -
Mov Cap-1 Maneuver - - 821 - 25 415
Mov Cap-2 Maneuver - - - - 90 -

Stage 1 - - - - 512 -
Stage 2 - - - - 111 -

Approach EB WB NB

HCM Control Delay, s 0 4.5 26.5
HCM LOS D

Minor Lane/Major Mvmt NBLn1 NBLn2 EBT EBR WBL WBT

Capacity (veh/h) 90 415 - - 821 -
HCM Lane V/C Ratio 0.011 0.612 - - 0.501 -
HCM Control Delay (s) 45.5 26.4 - - 13.7 -
HCM Lane LOS E D - - B -
HCM 95th %tile Q(veh) 0 4 - - 2.9 -
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Intersection

Int Delay, s/veh 16

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR

Vol, veh/h 82 941 21 3 1305 12 5 0 1 6 3 122
Conflicting Peds, #/hr 0 0 2 2 0 0 0 0 0 0 0 0
Sign Control Free Free Free Free Free Free Stop Stop Stop Stop Stop Stop
RT Channelized - - None - - None - - None - - None
Storage Length 170 - - 50 - - - - - - - -
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - -1 - - 0 - - 0 - - 0 -
Peak Hour Factor 96 96 96 96 96 96 96 96 96 96 96 96
Heavy Vehicles, % 2 0 0 0 0 0 0 0 0 0 0 0
Mvmt Flow 85 980 22 3 1359 12 5 0 1 6 3 127

Major/Minor Major1 Major2 Minor1 Minor2

Conflicting Flow All 1372 0 0 1002 0 0 2599 2540 993 2535 2545 1368
Stage 1 - - - - - - 1162 1162 - 1372 1372 -
Stage 2 - - - - - - 1437 1378 - 1163 1173 -

Critical Hdwy 4.12 - - 4.1 - - 7.1 6.5 6.2 7.1 6.5 6.2
Critical Hdwy Stg 1 - - - - - - 6.1 5.5 - 6.1 5.5 -
Critical Hdwy Stg 2 - - - - - - 6.1 5.5 - 6.1 5.5 -
Follow-up Hdwy 2.218 - - 2.2 - - 3.5 4 3.3 3.5 4 3.3
Pot Cap-1 Maneuver 500 - - 699 - - 17 28 300 19 27 181

Stage 1 - - - - - - 240 272 - 182 216 -
Stage 2 - - - - - - 167 214 - 239 268 -

Platoon blocked, % - - - -
Mov Cap-1 Maneuver 499 - - 698 - - ~ 4 23 299 16 22 181
Mov Cap-2 Maneuver - - - - - - ~ 4 23 - 16 22 -

Stage 1 - - - - - - 199 226 - 151 215 -
Stage 2 - - - - - - 49 213 - 197 222 -

Approach EB WB NB SB

HCM Control Delay, s 1.1 0 $ 1420.1 232.6
HCM LOS F F

Minor Lane/Major Mvmt NBLn1 EBL EBT EBR WBL WBT WBR SBLn1

Capacity (veh/h) 5 499 - - 698 - - 111
HCM Lane V/C Ratio 1.25 0.171 - - 0.004 - - 1.229
HCM Control Delay (s) $ 1420.1 13.7 - - 10.2 - - 232.6
HCM Lane LOS F B - - B - - F
HCM 95th %tile Q(veh) 1.6 0.6 - - 0 - - 8.9

Notes

~: Volume exceeds capacity $: Delay exceeds 300s +: Computation Not Defined *: All major volume in platoon
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Intersection

Int Delay, s/veh 4.2

Movement EBL EBT WBT WBR SBL SBR

Vol, veh/h 117 844 913 5 5 185
Conflicting Peds, #/hr 1 0 0 1 1 0
Sign Control Free Free Free Free Stop Stop
RT Channelized - None - None - None
Storage Length 150 - - - 0 200
Veh in Median Storage, # - 0 0 - 0 -
Grade, % - 0 0 - 0 -
Peak Hour Factor 93 93 93 93 93 93
Heavy Vehicles, % 0 0 1 0 0 0
Mvmt Flow 126 908 982 5 5 199

Major/Minor Major1 Major2 Minor2

Conflicting Flow All 988 0 - 0 2144 986
Stage 1 - - - - 985 -
Stage 2 - - - - 1159 -

Critical Hdwy 4.1 - - - 6.4 6.2
Critical Hdwy Stg 1 - - - - 5.4 -
Critical Hdwy Stg 2 - - - - 5.4 -
Follow-up Hdwy 2.2 - - - 3.5 3.3
Pot Cap-1 Maneuver 708 - - - 54 303

Stage 1 - - - - 365 -
Stage 2 - - - - 301 -

Platoon blocked, % - - -
Mov Cap-1 Maneuver 707 - - - 44 302
Mov Cap-2 Maneuver - - - - 44 -

Stage 1 - - - - 365 -
Stage 2 - - - - 247 -

Approach EB WB SB

HCM Control Delay, s 1.4 0 38.8
HCM LOS E

Minor Lane/Major Mvmt EBL EBT WBT WBR SBLn1 SBLn2

Capacity (veh/h) 707 - - - 44 302
HCM Lane V/C Ratio 0.178 - - - 0.122 0.659
HCM Control Delay (s) 11.2 - - - 97.9 37.2
HCM Lane LOS B - - - F E
HCM 95th %tile Q(veh) 0.6 - - - 0.4 4.3
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Intersection

Int Delay, s/veh 3.6

Movement EBL EBR NBL NBT SBT SBR

Vol, veh/h 117 5 5 85 58 100
Conflicting Peds, #/hr 0 0 0 0 0 0
Sign Control Stop Stop Free Free Free Free
RT Channelized - None - None - None
Storage Length 0 - - - - -
Veh in Median Storage, # 0 - - 0 0 -
Grade, % 0 - - 0 0 -
Peak Hour Factor 92 92 92 92 92 92
Heavy Vehicles, % 0 0 0 0 0 0
Mvmt Flow 127 5 5 92 63 109

Major/Minor Minor2 Major1 Major2

Conflicting Flow All 220 117 172 0 - 0
Stage 1 117 - - - - -
Stage 2 103 - - - - -

Critical Hdwy 6.4 6.2 4.1 - - -
Critical Hdwy Stg 1 5.4 - - - - -
Critical Hdwy Stg 2 5.4 - - - - -
Follow-up Hdwy 3.5 3.3 2.2 - - -
Pot Cap-1 Maneuver 773 941 1417 - - -

Stage 1 913 - - - - -
Stage 2 926 - - - - -

Platoon blocked, % - - -
Mov Cap-1 Maneuver 770 941 1417 - - -
Mov Cap-2 Maneuver 770 - - - - -

Stage 1 913 - - - - -
Stage 2 922 - - - - -

Approach EB NB SB

HCM Control Delay, s 10.6 0.4 0
HCM LOS B

Minor Lane/Major Mvmt NBL NBT EBLn1 SBT SBR

Capacity (veh/h) 1417 - 776 - -
HCM Lane V/C Ratio 0.004 - 0.171 - -
HCM Control Delay (s) 7.5 0 10.6 - -
HCM Lane LOS A A B - -
HCM 95th %tile Q(veh) 0 - 0.6 - -
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Intersection: 3: Owens Ln & East Butler Rd

Movement EB WB WB NB NB

Directions Served TR L T L R
Maximum Queue (ft) 269 187 239 18 337
Average Queue (ft) 21 124 79 1 116
95th Queue (ft) 148 188 250 9 308
Link Distance (ft) 471 187 741
Upstream Blk Time (%) 1 1 8
Queuing Penalty (veh) 0 0 114
Storage Bay Dist (ft) 170 50
Storage Blk Time (%) 4 8 41
Queuing Penalty (veh) 30 33 0

Intersection: 5: Fairfield Dr/Murray Dr & East Butler Rd

Movement EB EB WB WB NB SB

Directions Served L TR L TR LTR LTR
Maximum Queue (ft) 160 193 43 1430 59 519
Average Queue (ft) 58 16 4 214 13 483
95th Queue (ft) 130 103 22 942 49 633
Link Distance (ft) 187 3552 672 504
Upstream Blk Time (%) 1 2 85
Queuing Penalty (veh) 0 20 0
Storage Bay Dist (ft) 170 50
Storage Blk Time (%) 4 2 9
Queuing Penalty (veh) 36 2 0

Intersection: 8: East Butler Rd & Old Mill Rd

Movement EB EB WB SB SB

Directions Served L T TR L R
Maximum Queue (ft) 174 735 25 74 148
Average Queue (ft) 66 343 1 20 69
95th Queue (ft) 161 761 13 57 121
Link Distance (ft) 3552 255 1049
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 150 200
Storage Blk Time (%) 0 21
Queuing Penalty (veh) 1 25
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Intersection: 9: Old Mill Rd

Movement EB NB

Directions Served LR LT
Maximum Queue (ft) 73 10
Average Queue (ft) 37 1
95th Queue (ft) 60 8
Link Distance (ft) 1049 828
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft)
Storage Blk Time (%)
Queuing Penalty (veh)

Intersection: 10: Bethel Dr & East Butler Rd

Movement EB EB WB WB NB NB SB SB

Directions Served L TR L TR L TR L TR
Maximum Queue (ft) 93 272 125 1219 170 173 162 134
Average Queue (ft) 5 254 102 579 113 75 71 39
95th Queue (ft) 38 302 149 1082 175 138 132 102
Link Distance (ft) 255 1684 797 828
Upstream Blk Time (%) 25
Queuing Penalty (veh) 210
Storage Bay Dist (ft) 100 100 150 150
Storage Blk Time (%) 40 32 26 4 1 2
Queuing Penalty (veh) 2 292 43 6 1 1

Network Summary

Network wide Queuing Penalty: 815
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East Butler Road Corridor Plan 
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